
非固化橡胶沥青防水涂料MSDS英文报告办理

产品名称 非固化橡胶沥青防水涂料MSDS英文报告办理

公司名称 广州国检检测有限公司

价格 .00/个

规格参数

公司地址 广州市番禺区南村镇新基村新基大道1号金科工
业园2栋1层101房

联系电话 13609641229 13609641229

产品详情

非固化橡胶沥青防水涂料MSDS英文报告办理

Not cured rubber asphalt waterproofing coatingClassification of the substance or mixtureThis product is not classified
as dangerous according to the GHS (The Globally Harmonized System of Classification andLabelling of
Chemicals).GHS Label elements, including precautionary statementsPictogram(s): Not applicable.Signal word: Not
applicable.Hazard statements: Not applicable.Precautionary statements: Not applicable.Description of any hazards
not otherwise classifiedNo information available.Ingredient with unknown acute toxicityNo information available.See
section 11 for more detailed information on health effects and symptoms.Section 3 - Composition/Information on
IngredientPure □ Admixture □ substance □Composition:Chemical Name In % By Weight CAS No.NoKe 45
-Rubber 35 -Dispersant 15 -Others 5 -Abbreviation: CAS No. is Chemical Abstract Service Registry Number.Section
9 - Physical and Chemical PropertiesAppearance: Black semisolidOdor: OdorlesspH: Not available.Melting
point/freezing point: Not available.Initial boiling point and boiling range: Not available.Flash point: Not
available.Evaporation rate: Not available.Flammability: Not available.Upper explosive limit %(V/V): Not
available.Lower explosive limit %(V/V): Not available.Vapor pressure: Not available.Vapor density: Not
available.Relative density: Not available.Solubility(ies): Insoluble in water.Partition coefficient: n-octanol/water: Not
available.Auto-ignition temperature: Not available.Decomposition temperature: Not available.Viscosity: Not
available.
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