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产品详情

摘要：

本实用新型公开了一种对喷结构的VHP传递窗，包括腔体内壁和喷淋机构，其特征在于，所述喷淋机构
为两组且分别对应设置在传递窗相对侧的所述腔体内壁上，每组喷淋机构由多个喷头组成，所述喷头以
管道串联连接。该对喷技术采用的是两侧均安装8个喷头，该技术较于单一喷头注入的优点在于注入时间
短，能较快的提高腔体内VHP浓度，做到VHP蒸汽均布无死角，同时灭菌周期有较明显的缩短。

摘要（英）：

The utility model discloses a VHP conduction window of an opposite ejection structure. The VHP conductionwindow comprises inner cavity walls and spraying mechanisms. The VHP conduction window is characterized in thattwo groups of spraying mechanisms are respectively and correspondingly arranged on the inner cavity walls onopposite sides, of the conduction window; each group of the spraying mechanisms consists of a plurality of nozzles;and the nozzles are connected in series through pipelines. According to the opposite ejection technique, eight nozzlesare mounted on each side, and compared with single nozzle filling, the technique has the advantages that the fillingtime is short, the concentration of VHP inside the cavity can be relatively rapidly improved, the VHP steam can beuniformly distributed without dead angle, and the sterilization period is remarkably shortened.
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