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1.Electrical Characteristics [0 U U [J
0ood

Power Rating

DC5V 0.5mA

0ooad

Insulation Resistance

More than 10 MQ at DC 50V 1 Minute
ggd

Withstand Voltage

1 Minute at AC 50V

godd

Sliding Noise



3mS(Test conditions [ O OJ [J :360° /S)
Using the C/R filter circuit is Recommended
Ooooc/RrROOOO

0oon

Resolution

712 724

Pulses/360° foreachphas

00O 0O /360°

0 oo

Phase Difference

T=0.25+ 0.17T
goouododgo

Output Signal and Rotational
Direction

OFF

ON

ooon

Working Temperature

-100 0 ~700

ooon

Storage Temperature

-400 O ~850

2.Mechanical Characteristics [ [J [ [
googao

Total RotationalAngle

360 °



ooon

Rotational Torque

30~ 200gf.cm

ShaftRotatableat-100 O ~50 0 0O-100 O ~50 000 0O0O0O
googao

Shaft Push-Pull Strength

?With switch 5.1 Kgf. ?on without switch 10 Kgf.
0000 5.1Kgf. 20 0O O O O 10Kgf.
goooodgo

Number and Position Detent

?12 detents (Step angle:30° = 3° )

724 detents (Step angle:15° + 3° )

ooon

Rotational Life

30,000 Cycles Min. at a speed of 600cycles/H
gogdecotnnonood

googao

Resistance To soldering Heat

Manual Soldering: Less than 30000 O and quicker than 3 seconds.
go:3000 00,3000.

3. Push-On Switch Specifications [0 [0 0 00 O [

0 od

Switch Circuit

Single Pole and Single Throw(pushon) D O OO (0O O)
gooood

Switch Travel (mm)



4.0
3.0

5.0

mm
googao

Switch Operating Force

200

100

3007

of.

googao

Switch Rating Power

DC 5V 10mA(minimum ratings O [0 0 :DC 5V 1mA)
gooood

Switch Contact Resistance

First period O O O O 0 100mQ 200mQ after the end of useful
lifeisreached D00 000D OOOO 200mQ
gooood

Switch Push Life

20,000 Cycles.Min.

The emcoder shall be ratated to 20,000 cycles at a speed of 600
cycles /H without electical load. The measurement is done at 5000
cycles(shaftpushload:lkgf) D D O OO OO, 0000000
00 00 D00d0ogO000000,050000000000O00

gd



gooooood

OO0(0DD00 1kg. 0 DO))

Switching stroke[d 0.5 (+0.4/-0.3) mm

230 000 0 O 400~600gf

Switch operation forcelJ 400~600gf

00 0O 0O0ODO Endurance characteristics(]
310000:20,0000 00000 :200m?0 O .

Operating life[] 20,000 times. Resistancel[] 200m? max.
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