
EVA台湾台塑7470M 发泡级

产品名称 EVA台湾台塑7470M 发泡级

公司名称 东莞市文腾塑胶原料有限公司

价格 .00/kg

规格参数 品牌:台湾台塑
型号:7470M
产地:台湾

公司地址 广东省东莞市樟木头镇先威68号塑金塑胶商业中
心14栋203室

联系电话 0769-82933715 18128593518

产品详情

EVA台湾台塑7470M 发泡级

EVA 美国杜邦 CM555 eva杜邦批发价格 特性：

是广泛用于发泡鞋材、功能性棚膜、包装模、热熔胶、电线电缆及玩具等领域。

1、乙酸乙烯含量在5%以下的EVA，其主要产品是薄膜、电线电缆、LDPE改性剂、胶粘剂等;

2、乙酸乙烯含量在5%~10% 的EVA产品为弹性薄膜等;

3、乙酸乙烯含量在20~28%的EVA，主要用于热熔粘合剂和涂层制品;

EVA是由LLDPE(线性LDPE)和醋酸(VA)共聚而成。

EVA 美国杜邦 CM555 eva杜邦批发价格EVA的聚合方法:

1、高压本体聚合 (塑料制品)

2、溶液聚合 (PVC加工助剂)

3、乳液聚合 (粘合剂制品)

4、悬浮聚合

乙酸乙烯(VA)含量高于30%的采用乳液聚合;



乙酸乙烯(VA)含量低的就采用高压本体聚合。

7470M 物性表

基本性能额定值单位测试方法密度 0.948

熔体流动速率 4.0

VA含量 26

机械性能额定值单位测试方法硬度 32

拉力降伏强度 30

弯曲模量 70

硬度 82

拉力断裂强度 140

拉力断裂伸长率 800

热性能额定值单位测试方法软化点 48

熔点 76



脆化温度 <-70

 

Eva is made by copolymerization of LLDPE (linear LDPE) and Va.. Eva Du Pont

USA CM555 Eva Du Pont Wholesale Price Eva polymerization methods: 1, high

pressure bulk polymerization (plastic products)2, solution polymerization (PVC

processing AIDS)3, emulsion polymerization (adhesive products)4, suspension

polymerization, vinyl Acetate (VA) content more than 30% by emulsion

polymerization; vinyl Acetate (VA) content is low by high pressure bulk

polymerization.
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