
ZLP100系列压力变送器

产品名称 ZLP100系列压力变送器

公司名称 烟台中隆仪表有限公司

价格 .00/个

规格参数 品牌:中隆
型号:ZLP100
类型:压力式

公司地址 中国 山东 烟台市 烟台市福山区松霞路189号

联系电话 86 0535 8696592 13954598477

产品详情

品牌 中隆 型号 ZLP100
类型 压力式 测量介质 各种介质
测量范围 0-0.25Pa—0-60（kPa） 精度等级 0.2% 0.5%
输出信号 4-20（mA） 电源电压 24VDC（V）

简单介绍

zlp系列压力变送器是具有九十年代后期国际先进水平的压力变送器,可适用于各种介质的严厉测量.并与
显示仪表或计算机配套,实现对工业过程及其他场合压力测量和控制。zlp100系列压力变送器可广泛用于
机械,电力,石化医药等领域.

zlp100系列压力变送器的详细介绍

概述-general

zlp系列压力变送器是具有九十年代后期国际先进水平的压力变送器,可适用于各种介质的严厉测量.并与
显示仪表或计算机配套,实现对工业过程及其他场合压力测量和控制.可广泛用于机械,电力,石化医药等领
域.

the zlp series pressure change to send a machine is have 90"s empress period international forerunner level of the
pressure change to send a machine, can usage with various lie quality of measure combine with manifestation
appearance or calculator kit, realization to industry process and other situation pressure calculate with control, can



extensive application at petrochemical medicine etc. realm of the machine electric power.

zlp100系列压力变送器其工作原理介质压力作用于压力传感器，使其产生相应的形变并产生压力的电信号
。经信号处理电路处理放大后，转换为标准信号输出。

its work principle is, lie quality pressure a function to spread a feeling machine at the pressure.the form which make its
creation correspond become and creation pressure of telecommunication number.after signal handle electric circuit
handle enlarge, conversion become standard signal output

zlp100系列压力变送器主要参数:(main parameter)

测量范围(measure scope)：0-0.25pa—0-60kpa

输出信号(output single)：4-20ma

准确度(accurate)：0.2%0.5%

稳定性(stability)：0.3%fs

介质温度(liqulid tem)：0-70℃

 -40-300℃（协议供货）

环境温度(environment tem)：-20-85℃

供电电源(power suppler)：24vdc
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