
丰田皇冠专用摄像头 中性

产品名称 丰田皇冠专用摄像头 中性

公司名称 香港腾飞电子有限公司

价格 .00/个

规格参数 品牌:中性
型号:PL-0198
适用车型:丰田皇冠专用

公司地址 中国 广东 江门市新会区 振兴一路39号叠翠苑5座
509,深圳地址：深圳市宝安区水尾村二区37栋60

联系电话 86 0755 23942686

产品详情

品牌 中性 型号 PL-0198
适用车型 丰田皇冠专用 电源电压 12（V）
分辨率 NTSC: 656(H)*492(V) 重量 100（g）
抗震强度 防水防震防电压冲击 正像/镜像 镜像

1.感光芯片 cmos2.视频制式::ntsc3.有效像素::ntsc: 656(h)*492(v)4.感光面积: 4.08mm x 3.12mm5.清晰度 420tv
lines6.最低照度 0.01lux7.梯形电子标尺功能8.视频输出: 1.0vp-p, 75ohm9.功率消耗:
5w10.白平衡:自动11.信噪比:大于48db12.电子快门 (n)1/60-1/100000 (p)1/50-1/10000013.工作电压:
dc12v14:工作温度: -40 to +80 rh95%max15.可视角度: 170°16.低照度专业视频处理技术

1.image device: 1/4" lens format2.tv system: ntsc/pal3.effective pixels: 648*488

4.sensing area: 4.08mm x 3.12mm5.resolution: 480tv lines6.dimension: φ19*30mm

7.minimum illumination:0.01lux8.trapeziform sign direct parking9.video output: 1.0vp-p, 75ohm10.gamma
consumption: 0.4511.white balance: auto12.s/n ratio: better than 48db13.electronic shutter: (n)1/60-1/100000
(p)1/50-1/10000014.power supply: dc12v15.operating temperature: -10℃~+50℃rh95%max16.view angle:
170°17.omnipixel technology for low-light performance18.qualified in accordance with ace-q100
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