
攀钢热镀锌钢卷DX51D+Z冲压镀锌板加工定制风管薄板铁皮板材

产品名称 攀钢热镀锌钢卷DX51D+Z冲压镀锌板加工定制
风管薄板铁皮板材

公司名称 佛山市万庆物资有限公司

价格 7300.00/吨半

规格参数 牌号:DX51D+Z
钢厂:攀钢

公司地址 广东省佛山市顺德区乐从镇乐从居委会细海工业
区14-2号之二海恒楼一楼商铺第8-9仓

联系电话 13825566148 13392271865

产品详情

注：关于本产品标题，由于商品标题搜索功能的特性，为方便采购方的购物搜索，所起标题关键词仅适
用于搜索功能，不涉及广告宣传和功能描述。

温馨提示：由于现货市场浮动较大，店铺所有规格均为参考价格，具体报价请联系咨询客服，谢谢！

热镀锌钢板及钢带（GI）

1.产品介绍： 

热镀锌钢板是为了防止钢板表面遭受腐蚀，以各种强度和厚度的规格冷轧基板为基材，在双面热镀一层

金属锌，具有ZN的化学保

护特性镀锌是指在金属、表面镀一层锌以起美观、防锈

等作用的表面处理技术。主要采用的方法是热镀锌，它主要用于防止钢铁的腐蚀，其防护性能的优劣与

镀层厚度关系甚大。锌镀层经钝化处理、染色或涂覆护光剂后，能显著提高其防护性和装饰性。

Hot dip galvanized steel plate is to prevent the surface of steel plate from corrosion. It is based on cold-rolled

http://baike.baidu.com/view/253819.htm
http://baike.baidu.com/view/1261818.htm


substrate of various strength and thickness, and has a layer of metal zinc on both sides, which has the chemical

protection characteristics of Zn. Galvanizing refers to the surface treatment technology of plating a layer of zinc on the

surface of metal and steel plate to play the role of beauty and rust prevention. The main method is hot dip galvanizing,

which is mainly used to prevent the corrosion of steel, and its protective performance is closely related to the coating

thickness. The protective and decorative properties of zinc coating can be significantly improved after passivation,

dyeing or coating with light protecting agent.

化学成分 Chemical composifion.%

C Si Mn P S Ait Ti Nb 其他

Else

0.024 0.01 0.22 0.012 0.007 0.038 0.0001 0.00001

0.024
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