
蜡烛的检测EN15493:2007

产品名称 蜡烛的检测EN15493:2007

公司名称 苏州瑞琪尔技术服务有限公司

价格 .00/个

规格参数

公司地址 苏州市工业园区旺墩路135号

联系电话  19941877686

产品详情

             针对焟烛的出入口一般 要做下列规范的检验。         
EN15493焟烛的消防安全检验。检验的实际新项目以下：          Stability test 稳定性测试       
Secondary ignition 第二明火检测          Flame height 火苗高宽比          Behaviour by self-
extinguishing at the end of the burning process     自灭型焟烛和带器皿焟烛的规定          Re-
ingition after extinguishing 起火               EN15494:安全性标识和警示语的检验规定：       
试品规定: 套安全性标识和警示规定             
EN15426:2007:焟烛—粉煤灰指标值的测试标准           试品规定：4套         
出口美国焟烛的检验规定和有关政策法规以下：          ASTM
F2417：焟烛的防火安全规范检测规定          Safety Requirements for Flame Height
火苗高宽比的安全性规定          Safety Requirements for Secondary Ignition 第二明火的安全性规定 
Safety Requirements for End of Useful Life 焟烛燃烬的安全性规定          Safety Requirements for Stability
可靠性的安全性规定          Safety requirements for platic containers (Including tea light cups)       
ASTM F 2058--07:家中用焟烛的警示标识的技术标准          ASTM F
2601-13：焟烛配件的防火安全规范规定          Safety Requirements for Candle rings         
Safety Requirements for Candle Holders, Shades and Toppers          Safety Requirements for Candle Burners
and potpourri Burners          Safety Requirements for Stability               RAL--GZ 041:2005
Candles---Quality Assurance 焟烛的安全性确保          Appearance 外型          Burning
Behaviour 点燃特点          Soot Index (according to CEN/BT/TF 164) 粉煤灰指标值         
Requirements on Lights 用作灯源的焟烛规定 
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