
铁山区客车内饰材料抗火性能检测

产品名称 铁山区客车内饰材料抗火性能检测

公司名称 江苏广分检测技术有限公司销售部

价格 1000.00/件

规格参数 检测范围:防火测试
周期:5-7
服务范围:全国

公司地址 江苏省昆山市陆家镇星圃路12号智汇新城B区7栋

联系电话 0512-65587132 13906137644

产品详情

1. 内饰材料阻燃性能；

2. B级电压部件所用的绝缘材料及防护管阻燃性能，要求B级电压部件所用绝缘材料的阻燃性能应符合GB
/T2408-2008规定的水平燃烧HB级，垂直燃烧V—

3. 可充电储能系统内材料阻燃级别，可充电储能系统安装舱体与乘客舱之间应使用阻燃隔热等级，要求
可充电储能系统内材料阻燃材料的阻燃等级应达到GB/T2408—2008规定的水平燃烧HB级，垂直燃烧V—
级；

电动客车的5项防火要求及测试

并规定，安装在客舱地板以下且距地面500mm以下的B级电压电气设备和与B级电压部件相连的连接器(充
电口除外)，及安装在车顶且无防护装置的B级电压电气设备(受电装置除外)，其零部件及系统的防护等
级试验应按照GB/T2408-2008的实验条件进行。

《电动客车安全技术条件》执行规定：2017年1月1号起新申请公告需提供第三方认证（具备认可）；201
7年7月1前原有已公告车型补充第三方

EN13773:2003+A1 textile and textile products- burning behaviour-curtains and drapes-Classification
scheme窗帘、幕布用纺织品－燃烧分级标准

BS EN 1101:1996 Textiles and textile products. Burning behaviour. Curtains and drapes. Detailed procedure to
determine the ignitability of vertically oriented specimens (small flame) Procedure ISO
6940纺织品.窗帘和帷幕的燃烧特性.垂直排列试样易燃性(小火焰)测定用详细程序

BS EN 1102:1996 Textiles and textile products. Burning behaviour. Curtains and drapes. Detailed procedure to



determine the flame spread of vertically oriented
specimens纺织和纺织产品.燃烧性能.窗帘.火焰垂直燃烧试验的详细规则

EN 1103:2005 Textiles -- Fabrics for apparel -- Detailed procedure to determine the burning behaviour
服装用纺织品－燃烧性能的测定

BS EN 14878:2007 Textiles. Burning behaviour of children's nightwear. Specification儿童睡衣燃烧特性

BS 4569:1983 Ignitability (surface flash) of pile fabrics and assemblies having pile on the surface
起绒织物及表面植绒织物可燃性(表面闪光)试验方

EN 1869:1997 Fire blankets 防火毯
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