
批发供应 全汉FSP250-60GTA 工控电源

产品名称 批发供应 全汉FSP250-60GTA 工控电源

公司名称 上海庄正电子技术有限公司

价格 270.00/台

规格参数 品牌:全汉
型号:FSP250-60GTA
适用类型:服务器

公司地址 上海市松江区小昆山镇徐庄村310号203室

联系电话 86 021 54900095 13918221563

产品详情

品牌 全汉 型号 FSP250-60GTA
适用类型 服务器 额定功率 250（W）

atx & atx(12v)fsp250-60gtatotal power 250w

input voltage 90~132vac,
180~264vac

# of outputs 6

dimension: 140 x 150 x 86 (mm)

features

high efficiencylow noise and rippleoutput over voltage protectionshort circuit protection on all
outputsresettable power shut downapproved by ul 1950, csa 22.2 no.234 level 3, tuv en60950 or vde
en60950, iec 950, nemko en 60950, ceinternal 40mm 12 vdc fan providedcomplies with fcc part 15

subpart j class b 115 vac operation and cispr 22 class "b" 230 vac operation100% burn-in under high
ambient temperature (50 degree c)mtbf above 100,000 hrs at 25 degree c

electrical specifications

input

frequency: 50hz to 60hzinput current: 4.0a(rms) for 115 vac, 2.0a(rms) for 230 vac90~132vac,
180~264vac

output

output voltage minimum load maximum load load reg. ripple (max)



1 +3.3v 0.2a 7.5/16a ±4% 50mv p-p

2 +5v 2.0a 25/19.5a ±5% 50mv p-p

3 +12v 0.0a 13.0a ±5% 120mv p-p

4 -12v 0.0a 0.8a ±10% 120mv p-p

5 -5v 0.0a 0.3a ±10% 100mv p-p

6 +5vsb 0.0a 2.0a ±5% 50mv p-p

technical specification

temperature range: operating 0 degree c~50 degree c; non-operating: -20 degree c~80 degree
ctransient response: output voltage returns in less than 1ms max. following a 25% load change.hold up
time: 16ms minimum at full load & nominal input voltage.dielectric withstand: input/output 1800 vac

for 1 second input to frame ground 1800 vac for 1 second.humidity: 90~95% rhefficiency: 68% min., at
full loadpower good signal: power on delay time 100 ms to 500 ms, power fail greater than or equal to 1
msoverload protection: 150% max.over voltage protection: +5v output: 5.58v min, 6.82v max; +3.3v

output: 3.50v min, 4.50v max.

safety seals
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