
NAKATA NKT 电动法兰O型球阀

产品名称 NAKATA NKT 电动法兰O型球阀

公司名称 上海仟代中田阀门有限公司

价格 .00/个

规格参数 型号:NKT电动动法兰球阀
品牌:NAKATA
材质:碳钢

公司地址 中国 上海市 浦东新区浦东大道2508号

联系电话 86 021 50351000 13764683427

产品详情

型号 NKT 电动动法兰球阀 品牌 NAKATA
材质 碳钢 连接形式 法兰
结构形式 固定球球阀 公称通径 25-300（mm）
适用介质 水 压力环境 常压
工作温度 常温 标准 国标
驱动方式 电子 零部件及配件 定位器

两分式法兰连接浮动球阀，用途广泛，性能可靠，价格合理。提供多种可供选择的阀座材料，能满足特
殊环境要求。采用凸起的防火唇设计，具有两个重要性能。首先，它作为一个金属辅助阀座，达到api607
的泄露限量要求；其次，他阻止了流体对内侧的冲蚀，限制了阀座的冷流。f系列o型圈球阀主要特性f
series o-ring style ballvalve general designfeatures1. 阀杆o型圈密封，结构简洁，密封可靠。stem o-ring seal,
structure concisely, sealcapability reliably2. 加工的防火唇作为金属辅助阀座，具有卓越的防火性能。
machined fire-lip act as metal backup seat has excellent fire-safe capability.3. 防吹出阀杆 anti-blow out stem4.
防静电装置 anti-static device5. 完全适合于任意方向的切断 full rated bi-directional shut-off6. 可锁定的手柄
lockable handle7 缠绕式.垫片，防止外漏 spiral wound gasket, prevent external leakage8.
完全适合于终端服务设备 full rated dead end service可选择的防静电装置在球、阀杆和体之间弹簧压紧力作
用下的销，确保阀门的防静电功能。optional anti-static devicespring-loaded pins between the ball, stem and
bodyprovide anti-static continuity throughout the valve
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