
全自动端子压着机（单） 中械

产品名称 全自动端子压着机（单） 中械

公司名称 乐清市中械自动化设备有限公司

价格 .00/个

规格参数 品牌:中械
型号:ZDY-A1
工作电压:AC220V单相4A（V）

公司地址 中国 浙江 温州市 乐清市天成工业区

联系电话 86 0577 62305877 13706603313

产品详情

品牌 中械 型号 ZDY-A1
工作电压 AC220V 单相 4A（V） 压着出力 1.5ton（kgs）
外形尺寸 宽1060×深600×高1380（

mm）
重量 290（kg）

特点features● 全汉字图形显示，线材加工之各长度尺寸、刀深、端子位置，均由按键设置操作简易灵活
，维修耗材成本低廉。● 压端位置准确，扭线紧度可调节，扭出的线又直又漂亮。● it displays with the
full chinese characters/graphics, the processed wire length, knife depth andterminal position may be operated by the
button simply and flexibly, the cost of expendable formaintenance is very low.● correct crimping position, adjustable
twisting tightness, the wire twisted by it is straight and nice.技术参数technical parameters 型号 model zdy-158

机能 function 电线定寸切断、单双端剥皮、单端压着、扭线；可自动设定压端
位置、剥皮长度、切入深度、打捆提示.cutting the wire by the
decideddimension, single and double-end peeling, single-end crimping,
and twisting; automatically set the crimping position, peeling length and
cutting depth and binding prompt.

工作能力 work ability (100mm长)不扭线4000条/小时，扭线3000条/小时(100mmlong)line
is not twisted 4000 article hour, twist 3000 article hour

适用线材 suitable wire awg#32~awg#18

加工长度 machining length (中间留皮部分 leaving the middle part of the skin) 25mm~9999mm

剥皮长度 stripplng length 0.1mm~25mm(理想范围 ideal range)

扭线长度 twist length 3mm～20mm(理想范围 ideal range)

切断误差 cut error 可修正 amendable

压着能力 crimping capacity 1.8 ton

检测装置 detection device 端子有无、入线检测 terminal existence and wire entrance detection



辅助装置 assist device 预送装置、端子废纸收卷装置 pre-feed device and waste paper rolling
terminal device

电源 power ac220v 单相(single-phase )4a

使用模具 make the mold otp直式、横式模具 otp straight、 horizontal mold

重量 weight 310kg

机械尺寸 dimension 1060mmx600mmx1380mm

注：生产能力与电线端子的种类、大小变化而变化，有些电线不能加工，不作事先通知，请选用原产配
件，对机更有保障。note:productivity varies with types and sizes of terminals,so some wires can t be processed
without informing in advance.please select original products to ensurethe security of the machine.
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