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产品名称 条形帽子机 一次性帽子机 厨师帽子机 帽子机
医生帽机

公司名称 张家港市阿莱特机械有限公司

价格 .00/个

规格参数 品牌:阿莱特
型号:ALT-500
种类:帽子条形帽一次性帽子

公司地址 中国 江苏 张家港市
江苏省张家港市塘桥镇鹿苑牛桥工业区

联系电话 86 0512 58356801 13862239760

产品详情

品牌 阿莱特 型号 ALT-500
种类 帽子 条形帽 一次性帽子 规格 500MM
牵引带间距 10公分 牵引带宽度 5公分
牵引速度 20米/小时

alt-510条形帽机

一、性能特点：

本机采用全铝型材作为框架结构，整体易拆，外观无需喷漆，电控为触摸屏式人机界面操作，内置生产
时间、计数、预置数量自动停机等，进口减速带刹车马达、变频器采用台湾“四方”、低压电器采用“
德力西”、传感器采用日本“欧姆龙”、控制系统plc采用日本“三菱（mitsubishi）”、主电机齿轮减速
带刹车功能采用台湾“城邦”、轴承采用日本
“nsk”、触摸屏采用台湾“威纶”。全机采用自动切断。无需手工剪切。

二、技术参数：

1、电源电压：ac380v 50hz

2、功率：4.5kw

3、设计速度：120片/分钟

4、最佳速度：60-100片/分钟



5、外型尺寸：3330×900×1350mm

6、整机自重：800kg

alt—510bouffant cap making machine

a performance characteristics：

this machine has aluminum alloy rack.the appearance is beautiful and will not get rusted permanently. with touch
screen operated including production time,count,preset number, automatic stop and so on. with imported brake and
motor,taiwan“sunfar”frequency converter,“delixi”low voltage equipment,japan〝omron〞sensor,japan

〝mitsubishi〞plc control system,taiwan〝cpg〞gear reduction
motor,japan〝nsk〞bearings,taiwan〝weinview〞touch screen.caps automatically cutting down by the machine with
no manual cutting.

btechnical parameter：

supply power: ac380v 50hz

power : 4.5kw

designed speed : 120pcs/minute

optimum speed : 60-100pcs/minute

dimensions : 3330*900*1350mm（l*w*h)

net weight：800kg
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