
建筑石油沥青检测GB/T 494-2010

产品名称 建筑石油沥青检测GB/T 494-2010

公司名称 鉴联国检（广州）检测技术有限公司

价格 1000.00/个

规格参数 报告用途:质量评价
样品量:500毫升
检测周期:5个工作日

公司地址 广州市天河区岑村沙埔大街323号B-5栋

联系电话 15915704209 13620111183

产品详情

定义：

用于铺筑道路的沥青。以适当性质的原油经常减压蒸馏获得，也可以减压渣油经浅度氧化或丙烷脱沥青
工艺后而得，还可以采用不同延度和针入度级别的沥青调和配制而制得。

沥青主要可以分为煤焦沥青、石油沥青和天然沥青三种。具有较好的流动性、热稳定性、持久的粘附性
、弹塑性、电绝缘性及抗水性。适用于铺筑中，轻交通量道路沥青路面。

NB/SH/T0522《道路石油沥青》质量技术指标：

        鉴联检测专注于石油产品（汽油、煤油、柴油、燃料油、润滑油脂、设备润滑状态检测）
，工业原材料（化学品、涂料、塑料，橡胶、化肥，动植物油脂，香精油，林化产品），矿产品（稀土
，有色金属，金属材料以及制品）三大板块的检测服务。

鉴联检测有良好的内部机制，优良的工作环境以及良好的激励机制，由一批高素质、高水平、高效率的
人才组成，拥有完善的技术研发力量、专 业的实验设备和成熟的售后服务团队。在检验检测领域有着丰
富经验，拥有许多种检测手段，覆盖金属材料、有机分析，无机分析，仪器分析等检测手段。熟悉现行
的GB/ISO/JIS/STMA/EN/DIN/BS/GOST等国内外先进的技术标准，掌握着新的检测方法。并与多家权 威
检测认证机构保持长期紧密合作关系，由鉴联检测出具的检测报告得到众多国际机构认可，我们有能力
为客户提供一站式解决检测问题的解决方案。



油品检验请资询本公司李工



On December 4, a ceremony was held in Bukhara, Uzbekistan to celebrate the commissioning of the

first phase of Karakul gas fields, a project funded and implemented jointly by CNPC and

Uzbekneftegaz.

The project covers three gas fields: Dengizkul, Khojadavlat and Sharky Alat, with a maximum design

annual output of 1 billion cubic meters. The commissioning of the project will further deepen natural

gas cooperation between China and Uzbekistan, and will be of great significance to promoting

economic and social development in Uzbekistan.
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