
中尧超群6-GFM-65 12V65AH 蓄电池 EPS蓄电池 UPS蓄电池

产品名称 中尧超群6-GFM-65 12V65AH 蓄电池 EPS蓄电池
UPS蓄电池

公司名称 湖北中尧超群电子科技有限公司

价格 500.00/只

规格参数 品牌:中尧超群
型号:6-GFM-65
产地:湖北

公司地址 枣阳市南城街道西环三路7号

联系电话  18519385275

产品详情

    中尧超群6-GFM系列阀控密封铅酸蓄电池，产品符合国家工业和信息化 部YD/T799-2010
标准，其各项性能指标均达标。该产品
可广泛应用于通信、铁道、船舶等各种通信、信号系统的备用电源，电力系统、核电站的
备用电源，太阳能、风能发电储能系统，以及UPS、应急照明等备用电源。 

  产品特性 

 采用特殊固化工艺，提高循环使用寿命，设计寿命 10 年以上； 

 特种铅基多元合金板栅，耐腐蚀性好，浮充使用寿命长； 

 极高的内部气体复合率，减少了气体产生，终生免维护； 

 多层密封技术，确保电池无泄漏，无酸雾逸出，安全可靠； 

 双过滤酸雾滤片，具有阻燃、防酸雾、防爆功能； 

 采用先进的内化成工艺，环保型产品，可循环利用； 

 防震模块化安装，满足客户的个性化安装需求； 

 满足九级防震要求；

  应用场景 



 通信、信号系统备用电源； 

 电力系统、铁路系统备用电源； 

 军事和航海设备备用电源； 

 UPS 备用电源，应急照明； 

 报警消防及安保系统；

 产品图片：

 产品规格：

Specifications

Nominal Voltage 12 V

Capacity(25℃) 10HR(10.8V) 65 Ah

5HR(10.5V) 57.0Ah

1HR(9.60V) 40.3Ah

Dimension Length 350±2mm (13.78inch)

Width 167±2mm (6.57inch)

Height 179±2mm (7.05inch)

Total Height F5:186±2mm (7.32inch)

T9: 179±2mm (7.05inch)

Approx. Weight 20.2kg (63.7lbs)±4%

Terminal type F5/T9

Internal resistance(Fully charged, 25℃) Approx. 6.8mΩ

Capacity affected

by temperature

(10HR)

40℃ 102%

25℃

0℃ 85%

-15℃ 65%

Self-

discharge(25℃)

3 month Remaining Capacity: 91%

6 month Remaining Capacity: 82%

12 month Remaining Capacity: 65%

Nominal operating temperature 25℃±3℃(77℉±5℉)

Operating

temperature range

Discharge -15℃～50℃(5℉～122℉)

Charge -10℃～50℃(14℉～122℉)

Storage -20℃～50℃(-4℉～122℉)

Float charging voltage(25℃) 13.50 to 13.80VTemperature

compensation:-18mV/℃



Cyclic charging voltage(25℃) 14.40 to 14.70VTemperature

compensation:-30mV/℃

Maximum charging current 30A

Terminal material Copper

Maximum discharge current 650A(5 sec.)

Designed floating life(20℃) 12 years
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