
POWERSONIC蓄电池PS-121000

产品名称 POWERSONIC蓄电池PS-121000

公司名称 山东帕丽达电源有限公司

价格 10.00/件

规格参数 品牌:POWERSONIC蓄电
型号:PS-121000
质保:三年

公司地址 广州市南沙区黄阁镇莲溪村同乐巷七横巷支巷10
号

联系电话 4008233598 15550433310

产品详情

C E R T I F I C A T E O F C O M P L I A N C E

Certificate Number

20171010-MH62495

Report Reference

MH62495-20170929

Issue Date

2017-OCTOBER-10

Bruce Mahrenholz, Director North American Certification Program

UL LLC

Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any
authorized licensee

of UL. For questions, please

contact a local UL Customer Service Representative at http://ul.com/aboutul/locations/
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Issued to:

POWER SONIC EUROPE LTD

BUCKINGHAM SQUARE, SUITE 3

WICKFORD, SS11 8YQ, UNITED KINGDOM

This is to certify that

representative samples of

BATTERIES, STANDBY - COMPONENT

See Addendum Page for Models

Have been investigated by UL in accordance with the

Standard(s) indicated on this Certificate.

Standard(s) for Safety:

UL 1989, Standby Batteries

Additional Information:

See the UL Online Certifications Directory at

www.ul.com/database for additional information

Only those products bearing the UL Certification Mark should be considered as being covered by UL's

Certification and Follow-Up Service.

The UL Recognized Component Mark generally consists of the manufacturer’s identification and catalog

number, model number or other product designation as specified under “Marking” for the particular

Recognition as published in the appropriate UL Directory. As a supplementary means of identifying products

that have been produced under UL’s Component Recognition Program, UL’s Recognized Component Mark:

, may be used in conjunction with the required Recognized Marks. The Recognized Component Mark is

required when specified in the UL Directory preceding the recognitions or under “Markings” for the individual

recognitions.

Recognized components are incomplete in certain constructional features or restricted in performance

capabilities and are intended for use as components of complete equipment submitted for investigation rather



than for direct separate installation in the field. The final acceptance of the component is dependent upon its

installation and use in complete equipment submitted to UL LLC.

Look for the UL Certification Mark on the product.C E R T I F I C A T E O F C O M P L I A N C E
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This is to certify that representative samples of the product as specified on this certificate were tested

according to the current UL requirements.

Sealed cell, lead acid batteries with pressure release vents: Models 10OPzV1000

12OPzV1200, 12OPzV1500, 16OPzV2000, 20OPzV2500, 24OPzV3000, 4OPzV200,

5OPzV250, 5OPzV350, 6OPzV300, 6OPzV420, 6OPzV600, 7OPzV490, 8OPzV800,

PG-12V5.4, PG-12V5.4V0, PG-12V6, PG-12V6V0, PG-12V7.6 , PG-12V7.6V0,

PG-12V9, PG-12V9V0, PG-2V110, PG-2V110V0, PG2V160, PG2V160V0, PG2V215,

PG2V215V0, PG2V270, PG2V270V0, PG-2V325, PG-2V325V0, PG-2V375,

PG-2V375V0, PG-2V430, PG-2V430V0, PG-2V540, PG-2V540V0, PG-12V14 ,

P12V14V0, PG-12V21, PG-12V21V0, PG-12V28, PG-12V28V0, PG-12V42,

PG-12V42V0, PG-12V45, PG-12V45V0, PG-12V60, PG-12V60V0, PG-12V65,

PG-12V65V0, PG-12V80, PG-12V80V0, PG-12V100, PG-12V100V0, PG-12V110,

PG-12V110V0, PG-12V130, PG-12V130V0, PG-12V150, PG-12V150V0, PG-12V160,

PG-12V160V0, PG-12V220, PG-12V220V0, PGFT-12V110, PGFT-12V110V0,

PGFT-12V125, PGFT-12V125V0, PGFT-12V160, PGFT-12V160V0, PGFT-12V180,

PGFT-12V180V0, PG-6V160, PG-6V160V0, PSGL12170, PSGL12170V0,

PSGL12260, PSGL12260V0, PSGL12300, PSGL12300V0, PSGL12380,

PSGL12380V0, PSGL12450, PSGL12500, PSGL12500V0, PSGL12600,

PSGL12600V0, PSGL12700, PSGL12700V0, PSGL12850, PSGL12850V0,

PSGL12960, PSGL12960V0, PSGL121100, PSGL121100V0, PSGL121350,

PSGL121350V0, PSGL122000, PSGL122000V0, PS-435ST, PS-435STV0,

PS-445, PS-445V0, PS-490, PS-490V0, PS-605, PS-605V0, PS-610, PS-610V0,



PS-612, PS-612V0, PS-612ST, PS-612STV0, PS-628ST, PS-628STV0, PS-630ST,

PS-630STV0, PS-640, PS-640V0, PS-670, PS-670V0, PS-682, PS-682V0, PS-6100,

PS-6100V0, PS-6120, PS-6120V0, PS-6120FP, PS-6120FPV0, PS-6200,

PS-6200V0, PS-832, PS-832V0, PS-1208, PS-1208V0, PS-1212, PS-1212V0,

PS-1221, PS-1221V0, PS-1227, PS-1227V0, PS-1228, PS-1228V0, PS-1230,

PS-1230V0, PS-1242, PS-1242V0, PS-12200, PS-12200V0, PS-1270, PS-1270V0,

PS-1270S, PS-1270SV0, PS-1290, PS-1290V0, PS-12100H, PS-12100HV0,

PS-12120, PS-12120V0, PS-12120S, PS-12120SV0, PS-12140, PS-12140V0,

PS-12170, PS-12170V0, PS-12180S, PS-12180SV0, PS-12180, PS-12180V0,

PS-12260, PS12260V0, PS-12280, PS-12280V0, PS-12350, PS-12350V0, PS-12380,

PS-12380V0, PS12450, PS12450V0, PS-12400, PS-12400V0, PS12550,

PS12550V0, PS-12650, PS-12650V0, PS-12700, PS-12700V0, PS-12750,

PS-12750V0, PS-121000, PS-121000V0, PS-121100, PS-121100V0, PS121400,

PS121400V0
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