
ZGD 703CNC电火花高速穿孔机

产品名称 ZGD 703CNC电火花高速穿孔机

公司名称 苏州中谷机电科技有限公司华南办事处

价格 面议

规格参数

公司地址 深圳宝安区龙华石观可乐园A18-19号

联系电话 0755-29080021 18682081282

产品详情

 

一．综合特性 Specifications
  

1型号   Type
  

ZGD703A-CNC
  

ZGD703B-CNC
  

1
  
工作台尺 Worktable Dimension

  
550×360㎜

  
700×400㎜

  
2

  
工作台行程 Travels X×Y×Z

  
350×250×（380+300）㎜

  
500×400×（380+300）㎜

  
3

  
工作台移动当量 Worktable movement vector

  
0.001mm

  
4

  
转台分度(选配) Rotary table(Optional)

  
0.001rad

  
5

  
工作台最大承重量 Max Load on Work Table

  
350kg

  
500kg

  
6

  
工作液最大压力 Max Pressure of Working Water

  
14Mpa

  
14Mpa

  
7

  
工作液槽尺寸 Flume Dimension

  
800×400㎜

  
1100×600㎜

  
8

  
最大加工电流 Max Work Current

  
30A

  
9

  
电极管直径 Electrode Diameter

  
Ф0.15-Ф3mm

  
10

  
最大加工深度 Max Process Deep

  
400mm

  
11

  
最大加工速度 Max Processing Speed

  
30-60mm(Ф1.0)

  
12

  
最大深径比 Max Diameter to Deep Ratio

  
≥300



  
13

  
工件材料 Workpiece Material

  
钢/铜/铝/硬质合金等各种导电材料

Steel/Aluminum/Copper/Carbide and Various of Conductors
  

14
  
加工介质 Working Medium

  
自来水/去离子水 Tap water/lon free water

  
15

  
机床外形尺寸 Machine Exernal Dimensions

  
1000×750×2000mm

  
1200×900×2100mm

  
16

  
主机床重量 Machine Weight

  
950kg

  
1250kg

 

二．性能特点 Features

  
  
�   Successes all features from ZGD 703A

�   Process deep holes of diameter from Ф0.15-Ф3mm rapidly.

�   Improved work efficient by automatic drilling holes.

�   Drilling holes on hard materials and stainless steel.

�   Adopts 3-8 axes numeric control for different shape.

�   Programs from CAD drawings and MDI input

�   Electrodes finish alarm during working.

 

 

l 传承ZGD703A的优良品质

l 快速加工Ф0.15-Ф3mm深孔

l 自动高速群孔加工提高工作效率

l 可加工各类型导电材料及不锈钢

l CNC三至八轴控制，适应各种工件形状

l MDI输入及CAD文档转换打孔程序

l 电极耗尽提醒

 



 

选配件：

l 旋转工作台

l ±45°可倾主轴
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