
保温材料检测燃烧性能，ul94阻燃测试中心

产品名称 保温材料检测燃烧性能，ul94阻燃测试中心

公司名称 无锡万博检测科技有限公司

价格 100.00/件

规格参数

公司地址 无锡市经开区太湖湾信息技术产业园16楼

联系电话 13083509927 18115771803

产品详情

保温材料检测燃烧性能，ul94阻燃测试中心

阻燃，防火等级，可燃性，易燃性，不燃测试，氧指数，烟密度，EN13501，NFP92，GB8624，DIN4102
，E84，AS1530，E648，E136，E162，E662

材料防火性能的检测室各国政府都要求强制执行的。目前世界上有建筑防火的标准体系分三大类：欧洲
体系，美洲体系和澳洲体系。SGS能为您的产品提供世界上大多数国家的防火测试，为您的产品在打入
当地市场的过程中节省时间和费用

防火测试项目：防火评级，可燃性，难燃性，不燃性，燃烧释放热量，着火性，氧指数，毒性指数，产
烟量，燃烧滴落物，烟密度...

测试标准有：

EN 13501-1 欧标建材防火测试Fire classification of construction products and building elements.Classification
using test data from reaction to fire

NF P 92-507 法标建材防火测试Fire safety-building-Interior fitting materials-classification according totheir
reaction to fire

GB 8624 建材防火等级Classification for burning behavior of building materials and products



BS 476 英标建材防火测试Fire tests on building materials and structures.

DIN 4102 德标建材防火测试Reaction to fire tests - Ignitability of building products subjected to directimpingement
of flame

ASTM E 84 建材表面燃烧Standard Test Method for Surface Burning Characteristics of Building Materials 
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