OUOOAT-BAOD OO ODOUOOUoAT-e400000O

gogn UOOAT-BA0U00 O0O0O0OODOAT-B4
gooon

goon gooobobbodooooon

HEN 2950.00/0

gogn

godn goobobobbodgoggsoddnnhbiiodn
U

ERERERN 0592-5851738 18205951320

ot

guodoobbbgoodu--ooooooobobd
guouoobbouogobogogd

0000000000 1820595132001

QQU 574154610 [0 O 415022422 0 O O :00 O O Email:shenjw2008@163.com
O0000000000ooos bbb 0(@uoopoboobooooboasoeod)

gOobb21001001600600 000000000BRTHH200030DO0DOOO0O0O0O0OO

goon 2950 U
goon 3500 O

OODAT-BUOO0OOODOOUOO0O0Uooboobbodgoooooobbbodoooooobooon
c2Zmigpbbbbbdooooobbbbtbdoooob bbb bboboboog
goboobAT-BO00D0ODOO0O000ooboboObbooogooobboobbbooooooooboon
gobobobbbodooooobbbbtbodoooobbbbboooooobDboboboogg AT-
BUOUUOUOouooooobouoooad



AT-B2
AT-B3

AT-B4

Telescope

Length

215mm (8.46in.)

Magnification

32X 28X

Objective Aperture

42mm (1.651in.) 36mm (1.421in.)

Resolving Power

3" 3.5"

Field of View (at 100m/328ft.)

1° 200 (23m/ 1° 25 (25m/
7.5ft) 8.2ft.)

Minimum Focus

24X

32mm (1.26in.)



0.2m (7.9 in.) from end of telescope 0.3m

(1ft.) from instrument center

Image

Erect

Stadia Constant

Stadia Ratio

100

Accuracy (1km double run leveling)

Without Micrometer

0.7mm (0.03in.) 1.5mm (0.06 in.)

With Micrometer

0.5mm (0.02in.)  n/a

Compensator

Type

2.0mm (0.08in.)



Pendulum compensator with magnetic
damping system

Setting Accuracy

0.3" 0.5"

Working Range

+ 15

Circular level

Sensitivity

10" /2mm

Horizontal circle

Diameter

103mm (4.1in.)

Minimum Division

1° /1gon

General



Water Resistance

IPX6 (IEC 60529:2001)

Operating Temperature

-200 to +500 (-4° Fto+122° F)

Size

Width

130mm (5.12in.)

Length

215mm (8.46in.)

Height

140mm (5.51in.) 135mm (5.311in.)

Weight

1.85kg (4.1 Ibs.) 1.7kg (3.7 Ibs.)
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