
国标标准：GB/T 10598.1《露天矿用牙轮钻机和旋转钻机
第1部分：通用技术》测试要求

产品名称 国标标准：GB/T
10598.1《露天矿用牙轮钻机和旋转钻机
第1部分：通用技术》测试要求

公司名称 深圳市实测通技术服务有限公司

价格 .00/件

规格参数 测试周期:5-7天
寄样地址:深圳宝安
价格费用:电话详谈

公司地址 深圳市罗湖区翠竹街道翠宁社区太宁路145号二
单元705

联系电话 17324413130 17324413130

产品详情

标准编号 标准名称 实施日期 状态
GB/T 10598.1-2017 露天矿用牙轮钻机和旋转钻机 第1部分：通用技术 2018/2/1 现行

标准号 Standard No. 中文标准名称 Standard Title
in Chinese

英文标准名称 Standard Title in English 状态
State

备注 Remark

GB/T 10598.1-2005 露天矿用牙轮钻机和旋转
钻机

Open-cut mine rotary blast hole drill 废止 2006-04-01实施,代替GB/T
10598.1-1989

GB/T 10598.1-1989 旋转钻机 Rotary blast hole drills 废止 2006-04-01废止,被GB/T
10598.1-2005代替

GB/T 10598的本部分规定了露天矿用牙轮钻机和旋转钻机的型式、基本参数、技术要求、试验方法、检
验规则、标志、包装、运输和贮存。本部分适用于露天矿用牙轮钻机和旋转钻机（以下简称“钻机”）
，也适用于其他同类型钻机。该类钻机主要用于露天矿山钻凿炮孔，也可用于建筑、水利、公路、铁路
和港口等土石方工程中的露天钻孔作业。

This part of GB/T 10598 specifies the type,basic parameters,technical requirements,test methods,inspection
rules,sign,packaging,transport and storage of open-cut mine rotary blast hole drill. This part is applicable to open-cut
mine rotary blast hole drill (hereinafter referred to as “drilling rig”) and other similar drilling rigs.This kind of



drilling rig is mainly used for drilling blast holes of place explosives in open-pit mines, and also may be used for open-
pit drilling operations in earthwork projects such as buildings, water conservancy, roads, railways and ports etc.

标准全文查看/下载

http://c.gb688.cn/bzgk/gb/showGb?type=online&hcno=F425F4F9A5B72FECE32F1FA23D77DFE0
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