
环氧树脂地坪涂装 是您工厂地坪的爱

产品名称 环氧树脂地坪涂装 是您工厂地坪的爱

公司名称 佛山市华龙建筑装饰工程有限公司

价格 .00/普通

规格参数

公司地址 佛山南海区桂城简平路1号天安数码城天安发展
大厦502室

联系电话 0757-81857188 13927751408

产品详情

地坪漆施工，施工工艺精湛，性能特点优异，适用范围广 适用范围 ：适用于电子、印刷、机械、食品、
化工、轻工、家具等车间、仓库的水泥（混泥土）和水磨石等地面的涂装。 applied in cement or terrazzo
floor of workshop and warehouse for electronics, machinery, foods , chemical engineering, light industry and
furniture etc. 性能特点：1、防尘、防腐、防潮、耐磨 2、附着力强，柔韧性好，耐冲击；
3、有哑光、高光、半光等类型；4、便于清洁，维护方便，造价低廉。 1、 dust-proof, anti-corrosion,
damp-proof and abrasionresistance. 2、 excellent adhesion and impact resistance. 3、 including the types of mat
glossy, half-mat glossy, andhigh-glossy 4、 easy to clean, maintain and low cost
施工工艺：1、打磨、清理地面；2、涂刷底漆 ； 3、满刮腻子； 4、打磨、清洁卫生； 5、涂布色漆；
6、涂布耐磨清漆。 1、 abrading and cleaning ground surface 2、 brushing sealer 3、 scraping putty 4、 level ling
and cleaning 5、 rolling colored paint 6、 over coating vanishes 项目item 指标 index 干燥时间,小时drying time ,h
表干 touch dry ≤4 实干 hard dry ≤24 附着力，级 adhesion, grade ≤0 铅笔硬度 h pencil hardness h 3h
冲击强度，kg?cm impact strength, kg?cm ≥45 柔韧性，mm flexibility, mm 1
耐磨性（700g/500r,失重，g）abrasion performance (700g/500r,weight loss,g) ≤0.02 抗腐蚀性resistance to
chemicals and solvent 水 water 48h无变化 no change in 48 h 盐酸 10% hydrochloric acid 10% 144h无变化 no
change in 144 h 氢氧化钠10% sodium hydroxide 10% 144h无变化in 144 h no change 汽油、润滑油gasoline and
lubricant 144h无变化in 144 h no change

Powered by TCPDF (www.tcpdf.org)

http://www.tcpdf.org

