
加拿大纽康激光测距仪|纽康LRM2200SI价格

产品名称 加拿大纽康激光测距仪|纽康LRM2200SI价格

公司名称 武汉欧卡科技有限公司

价格 6800.00/台

规格参数 放大倍数:7X
测量距离:2200
测量精度:+/-1米

公司地址 武汉市洪山区创意天地2号工坊3层 欧尼卡光学

联系电话  13317186832

产品详情

加拿大纽康激光测距仪|纽康lrm2200si加拿大纽康激光测距仪|纽康lrm2200si

加拿大newcon纽康测距仪带罗盘lrm2200si取代lrm2000pro测距仪  

  lrm系列激光测距仪技术特点： 
1，采用最新的数字电路技术，使得对目标的瞄准可以穿透绝大部分类型的玻璃进行 
2，“最后目标”测量功能，可以穿过树枝、篱笆等稀疏物体直接测量其后面的目标 
3，单位显示，可以选择为米或码  4，瞄准方式可以选择为“+”或“口”  
6，可以清除以前测量值  7，目标反射质量指示  8，电池电量过低指示  9，三脚架安装孔 
10，性能优越，环境适应能力强。
11，newcon是国际公司，加拿大，美国，俄罗斯和欧洲都有自己的工厂 技术参数： 速度测量：内置
规格:测距20-2200m 测量精度：+/-1米 分辨率：1m 显示单位：米、码 方位角：6400 mils/360度
精度：±2� (azimuth) / ± 1� (elevation) 自动扫描模式：自动雨天模式
自动反射模式：最近目标测量 电池：标准9v碱性电池 放大倍数：7x 口径：25mm 尺寸：60x120x122mm
重量：445g 三角架螺孔：1/4” 低电压提示：有 加拿大纽康激光测距仪|纽康lrm2200si
标准附件：激光测距仪/包装盒/挂带/使用说明书/9v电池 持有证书ce lrm 2200si combines excellent op
tics with the latest advanced technology. revised approaches in optical and electronic enginee
ring that incorporate many years in development of laser range finding technology allow tar
get acquisition at longer distances with better reliability
under wider ranges of weather conditions. this model allows you to observe distant objects 
with great image quality plus it measures distance to the object (up to 2.2 kilometers). lr
m 2200si has a built-in inclinometer to measure the angle to the object and a speed de
tector capability. aim and click - and you know all what you want about your target.   specifications

magnification
objective lens
field of view

   
7x
25
8°



diopter adjustment range
range finder
laser type
measuring distance range
measuring azimuth range
measuring elevation range
distance accuracy, m
azimuth and elevation accuracy
distance resolution
measurement time, sec
first / last/ auto logic
gating capability, m
gating step, m
meter / yards display
computer output
last 10 reading recall
reticle shape selection (+ or [])
gps (optional)
scan mode
speed detector
miscellaneous
power supply
battery capacity, shots
low battery indicator
rubber armour
water resistant design
tripod socket
dimensions, mm
weight, g

±4
 
905 mm class 1 eye safe
10 - 2200m
6,400 mils/360�
±80�
±1
±2� (azimuth) / ± 1� (elevation)
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9v lithium non-magnetic
>5000
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1/4"
127x125x60
450
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