
磷化专用氧化锌 电气专用氧化锌 电解专用氧化锌

产品名称 磷化专用氧化锌 电气专用氧化锌
电解专用氧化锌

公司名称 广州拓亿贸易有限公司

价格 13.00/千克

规格参数 品牌:芭蕉
型号:氧化锌
产品等级:活性氧化锌

公司地址 广州市萝岗区科学城科学大道绿地广场B2栋1818

联系电话 020-22829556 13503090280

产品详情

磷化专用专用氧化锌 电气专用氧化锌 电解用的磷酸氧化锌

俗称：锌白分子式：zno分子量：81.39

性能:为白色粉末，比重为5.606,熔点1975℃，是一种两性氧化物，溶于酸碱、氯化铵和氨水中，不溶于不
和乙醇，加热到1800℃升华。

用途：橡胶、搪瓷、陶瓷、玻璃、油漆、涂料、印染、高性能蓄电池、电子、涂料

品牌：芭蕉牌

纯度：99.7%

生产:直接法

芭蕉氧化锌质量指标（符合gb/t3185-92）

项目 指标
ba01-05（1型） ba01-05(ⅱ型)
优级品 一级品 合格品 优级品 一级品 合格品

氧化锌（zno以干品计）%≥ 99．70 99．50 99．40 99．70 99．50 99．40
金属物（以zn计）%≤ 无 无 0．008 无 无 0．008
氧化铅（以pb计）%≤ 0．037 0．05 0．14    
锰的氧化物（mn计）≤ 0．0001 0．0001 0．0003    
氧化铜（cu计）%≤ 0．0002 0．0004 0．0007    
盐酸不溶物%≤ 0．006 0．008 0．05    



灼烧减量≤ 0．2 0．2 0．2    
筛余物（45um网眼）%≤ 0．1 0．15 0．2 0．1 0．15 0．2
水溶物≤ 0．1 0．1 0．5 0．3 0．4 0．5
105℃挥发物≤ 0．3 0．4 0．5 0．3 0．4 0．5
吸油量（与标准样比）≤    14 14 14
颜色（与标准样比）    近似   
消色力（与标准样比）≥    100 95 90

氧化锌又名锌白,含量99。5%，一般为白色粉末,无臭无味,高温煅烧后呈现淡黄色,其熔点为1975℃。氧化
锌是一种重要的陶瓷化工熔剂原料,特别在建筑陶瓷墙地砖釉料与低温瓷釉料用量较多。在艺术陶瓷釉料
中。

 

英文资料：

zinc oxidezinc whitezincoxidepowdercommonly known as:zinc whiteformula: znomolecular
weight:81.39properties:white powder,specific gravity5.606, melting point1975 ℃,is an amphotericoxide, soluble
inacid, ammonium chlorideand ammonia, insolublenotand ethanol,heated to1800 ℃sublimation.usage:rubber,
enamel,ceramic, glass, paint, coatings,printing and dyeing, high-
performancebatteries,electronics,paintbrand:bananabrandpurity: 99.5%、99.7%、95%production:direct
methodbashozinc oxidequality indicators(in linegb/t3185-92)project index

ba01-05 (1type) ba01-05 (ⅱtype)
excellent
grade

aproduct qualifiedexcellent
grade
aproductqualified

zinc oxide(znoon dry basis)% ≥ 99．70 99．50 99．4099．7099．5099．40
metal objects(as zn)% ≤ no no 0．008nono0．008
lead oxide(as pb)% ≤ 0．037 0．05 0．14   
manganeseoxide(mnmeter) ≤ 0．0001 0．0001 0．0003   
copper oxide(cumeter)% ≤ 0．0002 0．0004 0．0007   
hydrochloric acidinsoluble% ≤ 0．006 0．008 0．05   
loss on ignition≤ 0．2 0．2 0．2   
residue(45ummesh)% ≤ 0．1 0．15 0．20．10．150．2
water soluble≤ 0．1 0．1 0．50．30．40．5
volatile matter≤105 ℃ 0．3 0．4 0．50．30．40．5
oil absorption(compared with
standard sample) ≤

   141414

color(compared with standard
sample)

   approximat
ion
  

reducing power(compared with
standard sample) ≥
zinc oxide, also known aszinc white,content99.5%,

usuallywhite powder, odorless and tasteless, high-temperaturecalcinationshowingyellow,its melting pointis1975
℃.zinc oxideis an importantceramic chemicalflux material, particularly in theconstructionof ceramic
tilesglazeenamelmaterialwithlowdosagegreater.artisticceramicglaze.

"供应磷化专用氧化锌 电气专用氧化锌 电解专用氧化锌"的CAS为优级，型号是氧化锌，产品等级为活性
氧化锌，产商/产地是广西，规格为直接法，品牌是芭蕉，执行质量标准为国标，含量是99.7（％）
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