
供应变压器 干式变压器 东亮

产品名称 供应变压器 干式变压器 东亮

公司名称 浙江东亮电气有限公司

价格 13375.00/部

规格参数 加工定制:是
品牌:东亮
型号:sc9

公司地址 中国 浙江 乐清市
柳市镇柳乐路168号(后街工业区)

联系电话 86 0577 62768111 13757750551

产品详情

sc9系列环氧树脂浇注干式配电变压器和空气绝缘的sg型干式变压器绝缘性能好，抗短路能力强，耐雷电
冲击水平高。环氧浇注干式配电变压器高低压线圈都由环氧树脂浇注密封，所采用的环氧树脂性能好，
抗裂，耐高温，机械强度高，寿命长。阻燃、防潮、防爆无污染。产品体积小、噪声低。各绕组在运行
中都有温度自动监测和保护报警装置。在强迫风冷时可使额定容量超40%左右。可以广泛应用于高层建
筑、车站、机场、码头、地铁、电厂等重要场所的输配电系统中。

 

sc9 epoxy cast dry-type distribution line transformers and air-insulated dry-type transformers sg, good insulation, anti-
short circuit ability, resistance to high levels of lightning impulse.epoxy cast dry-type distribution transformer high-
voltage coil sealed by epoxy resin casting, using epoxy resin performance, cracking, high temperature, high
mechanical strength, long life.flame retardant, moisture-proof, explosion-proof non-polluting.product size, low
noise.the windings are in the operation of automatic temperature monitoring and protection alarm.when forced air
cooling can over 40% rated capacity.can be widely used in high-rise buildings, stations, airports, docks, subways,
power plants and other important areas of transmission and distribution systems.

"厂家供应变压器 干式变压器"的额定电压为10（kV），尺寸是45*65*85（m），加工定制为是，负载耗损
是0.2（W），阻抗电压为4（%），型号是SC9，品牌为东亮，产品认证是CCC，额定容量为1250（KVA
）
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