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the tradition of sealing letters and documents with a personal wax seal is an ancient one.
the first great seal of england was that of edward the confessor, and impressions of thi

s seal can still be found. for centuries, it was common for most people to have their
own seal made of lead, brass, bronze or silver. it was a tradition to destroy a seal onc

e its owner died, so there aren t many originals around today. there is a special sense o

f completeness one gets when sealing a letter with a wax seal. this is how to make yo

ur own wax seal on an envelope.

difficulty:

moderately easy

instructions

things you Il need:

seal stamp sealing wax sticks paper or envelope cooking oil flame or butane lighter

1prepare the piece of paper or envelope you are about to seal by making sure the area
is clean.

3if the seal is not brass, oil it by dabbing a tiny bit of cooking oil onto it with a
paper towel.

4light the wick of your wax stick with a candle flame or lighter so that the wax starts
to heat up and drip.

5drip the molten wax onto the area you wish to seal. drip enough wax so that it crea
tes a pool the size of a nickel.

6set the wax stick aside on a piece of tin foil.

7press the seal into the wax vertically and apply pressure evenly so that the impression is
made in its entirety.

8lift off the seal and let the wax finish cooling.

9protect the seal if not hand delivering the document or envelope. the wax can be brittl
e and break during its journey. place it inside a padded envelope or hand deliver for b
est results.

tel.0750-8797412

fax.0750-3664165

trademanager. ddhengfeng

qq:67001071

contact.jacky shnae

mob.131 722 88588

addd no.8-10 xingfu road,pengjiang district, jlangmen city,guangdong,china



email.jmhuayang@163.com

http://www.hmwax.com www.gdhuagong.cn
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