
现货 Celcon POM 美国塞拉尼斯 LW-90SC 高滑动 耐磨损复合材料

产品名称 现货 Celcon POM 美国塞拉尼斯 LW-90SC 高滑动
耐磨损复合材料

公司名称 深圳市绿点塑胶原料有限公司

价格 .00/件

规格参数 品牌:POM塑胶原料
型号:LW-90SC
特性:高滑动 耐磨损

公司地址 深圳市龙华区观湖街道樟溪社区下围工业区一路
6 号智谷 C1 栋 213A

联系电话 0755-21047619 18819106372

产品详情

现货 Celcon POM 美国塞拉尼斯 LW-90SC 高滑动 耐磨损复合材料 

POM美国塞拉尼斯 LW-90SC塑料的简介：

（聚甲醛）（赛钢~特灵）

英文名称：Polyoxymethylene(Polyformaldehyde)

POM（聚甲醛树脂）定义：聚甲醛是一种没有侧链、高密度、高结晶性的线型聚合物。按其分子链中化
学结构的不同，可分为均聚甲醛和共聚甲醛两种。

两者的重要区别是：均聚甲醛密度、结晶度、熔点都高，但热稳定性差，加工温度范围窄（约10℃），
对酸碱稳定性略低；而共聚甲醛密度、结晶度、熔点、

强度都较低，但热稳定性好，不易分解，加工温度范围宽（约50℃），对酸碱稳定性较好。是具有的综
合性能的工程塑料。有良好的物理、机械和化学性能，

尤其是有的性能。俗称赛钢或夺钢，为第三大通用工程塑料。
适于制作减磨零件，传动零件，以及化工，仪表等零件。

合成树脂中的一种，又名聚甲醛树脂、POM塑料、赛钢料等；是一种白色或黑色塑料颗粒，具有高硬度
、高钢性、高的特性。主要用于齿轮，轴承，汽车零部件、

机床、仪表内件等起骨架作用的产品。



Celcon LW90-SC
Acetal (POM) Copolymer

Celanese Corporation

产品说明：

Celcon LW90-SC is a highly loaded silicone concentrate based in acetal copolymer. It can be used in conjunction with
other Celanese acetal products to reduce friction and improve wear performance. It is not meant to be used as a
standalone product.Please also see Hostaform S 9021 S OEK for another Celanese silicone concentrate.

物性信息：

基本信息添加剂 硅酮润滑剂
特性 低摩擦系数

耐磨损性良好

润滑
用途 复合
RoHS 合规性 联系制造商

热性能额定值单位制测试方法熔融温度 1 165
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