
SKF LGEV 2是基于矿物油的锂-钙基润滑脂

产品名称 SKF LGEV 2是基于矿物油的锂-钙基润滑脂

公司名称 合肥双合智能科技有限公司

价格 .00/件

规格参数

公司地址 合肥市包河区锦绣大道3665号

联系电话 0551-65319662 15375267440

产品详情
LGEV 2

带固体润滑剂的超高粘度轴承润滑脂
SKF LGEV 2是基于矿物油的锂-钙基润滑脂。 它含有大量二硫化钼和石墨以及超高粘度基础油， 为重载、低转速以及强振动等情况提供出色的保护。

特点和优势

极适用于润滑可能发生微量滑动的高载荷和低转速的大尺寸球面滚子轴承

优异的机械稳定性，并具有良好的抗水性和抗腐蚀性

典型应用

旋转鼓轮上的耳轴轴承

回转窑和干燥机上的支撑辊和推力辊

斗式挖掘机

转盘轴承

重载辊压机

破碎机

包装规格
包装规格 订货号

35g管 LGEV 2/0.035

420 ml 套筒 LGEV 2/0.4

5 kg罐 LGEV 2/5

18kg桶 LGEV 2/18

50kg桶 LGEV 2/50

180 kg桶 LGEV 2/180

机电润滑分配器

TLMR 101系列 380ml补充装（包含电池） LGEV2/MR 380B

TLMR 201 系列 380 ml 补充装 LGEV 2/MR380

相关文件

 LGEV 2产品数据表 (101.7 KB)

 LGEV2安全数据表 (237.5 KB)

技术参数
型号 LGEV 2/（包装规格）

DIN 51825 代码 KPF2K-10

NLGI 稠度级别 2

稠化剂 锂/钙

颜色 黑色

基础油类型 矿物油

https://www.skf.com/cn/products/lubrication-management/lubricators/electro-mechanical-single-point-automatic-lubricant-dispenser
https://www.skf.com/cn/products/lubrication-management/lubricators/electro-mechanical-single-point-automatic-lubricant-dispenser
https://cdn.skfmediahub.skf.com/api/public/0901d196800628fb/pdf_preview_medium/0901d196800628fb_pdf_preview_medium.pdf#cid-31073
https://cdn.skfmediahub.skf.com/api/public/0901d196809a6c76/pdf_preview_medium/0901d196809a6c76_pdf_preview_medium.pdf#cid-20776


工作温度范围 -10 至 +120 °C（15 至 250 °F）

滴点 DIN ISO 2176 >180 °C（>355 °F）

基础油粘度 40 °C，mm/s 1 300

100°C，mm/s 47.5

锥入度 DIN ISO 2137 60 次行程，10-1 mm 265 -295

100 000 次行程，10–1 mm +50 最大

机械稳定性 滚动稳定性，100℃时72小时，10–1 mm +50 最大

V2F 测试 ‘M’

耐腐蚀性 防腐保护：– ISO 11007标准  0–0

防腐保护：– 水淋测试
0–0*

抗水性 DIN 51807/1，90 ℃ 下 3 小时 1 最大

分油 DIN 51817，40 ℃ 下 7 天，静态，% 1-5

润滑能力 R2F，120°C 下运行测试 B 100 ℃（210 °F）下通过

铜腐蚀 DIN 51 811 100 °C（210 °F）下最大1

极压性能 磨痕 DIN 51350/5，1400N/mm 1,2 最大

4球测试，焊接载荷DIN 51350/4，N 最小3000

滚动轴承润滑脂寿命 在10 000 r/min转速下，R0F测试L50寿命（小时） 100 °C (210 °F)下1 000 分钟

保质期 5 年

这些特征代表典型值。
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