
四川 水泥防护墙模具 现浇高速防撞墙钢模具

产品名称 四川 水泥防护墙模具 现浇高速防撞墙钢模具

公司名称 河北宏旭模具制造有限公司

价格 350.00/套

规格参数 品牌:宏旭模具
加工能力:每天
运输方式:物流

公司地址 河北省保定市莲池区东金庄乡后辛庄村

联系电话 15720001423 15720001423

产品详情

在现代城市建设及市政工程中，防护设施具有重要意义。而水泥防撞墙作为一种常见的防撞设施，可以
有效地保护建筑物、人员和车辆的安全。模具采用拆卸式结构，方便运输和存储，模具上还配备了多个
固定孔和插销孔，可以根据实际需要进行固定和拆卸。水泥防护墙模具还具有良好的防脱模性能和防震
性能。采用特殊的涂层处理，模具表面光滑细腻，使用起来不易粘附砂浆和混凝土，方便模具的脱模，
模具还经过优化设计，提高了抗震能力，保证了墙体的稳固性和安全性。

水泥防护墙模具一般采用现场浇筑的方法，首先将模板固定在地面上，然后在模板的内侧涂抹脱模剂，
这有助于后续的拆卸工作。接着，放置好钢筋网，然后开始在浇浇筑筑混过凝程土中。，要用震动棒进
行充分的震动，以排出混凝土里的气泡，确保混凝土的密实度。最后，等待混凝土完全凝固后，再进行
拆模。生产完之后需要把模具清洗一遍，在进行保存，模具的原材料使用的是钢板，钢模具的好处就是
非常的耐用，能够使用2000次以上，使用模具的时候需要注意，不要让模具损坏掉，以免模具的使用时
间受到一定的影响，模具也不能在湿润的环境下进行使用。After production, the mold needs to be cleaned
once before storage. The raw material for the mold is steel plate, and the advantage of steel molds is that they are very
durable and can be used more than 2000 times. When using the mold, attention should be paid not to damage it, so as
not to affect the use time of the mold. The mold cannot be used in a humid environment
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