
四川 悬臂式防撞墙模具 装配式墙板模具

产品名称 四川 悬臂式防撞墙模具 装配式墙板模具

公司名称 河北宏旭模具制造有限公司

价格 400.00/套

规格参数 品牌:宏旭模具
加工能力:每天
运输方式:物流

公司地址 河北省保定市莲池区东金庄乡后辛庄村

联系电话 15720001423 15720001423

产品详情

悬臂式防撞墙模具是一种专门用于现浇筑防撞墙的模具，它的独特设计和优质材料保证了墙体的稳固性
和耐用性。施工时首先需要准备好防撞墙模具和混凝土材料，将混凝土材料按照一定比例混合均匀，然
后倒入模具中，在倒入混凝土之前，需要先在模具内涂上一层防粘剂或润滑油，防撞混凝土粘在模具上
接下来需要使用到铁锤轻轻敲打模具，使混凝土充分填满模具内部，然后将混凝土表面模平整等混凝土
凝固后进行脱模，即可得到一块完整的防撞墙，而且每次使用完后都要进行定期清理。在每两套模板连
接的地方，会使用螺丝而不是卡扣，这样能够保证连接的紧密型，多次重复使用不会造成模板的损害。
与其他类型的模板相比，悬臂式防撞墙模具具有高强度、高精度、高耐久性等优势。其中，高强度可以
保证模板在施工过程中的稳定性，避免了模板变形、开裂等问题；高精度可以保证模板的几何尺寸和平
整度，避免了模板安装过程中的误差和不必要的人力物力损失；高耐久性可以保证模板的使用寿命和循
环利用率，降低了施工成本和资源浪费。

Compared with other types of templates, cantilever anti-collision wall molds have advantages such as high strength,
high precision, and high durability. Among them, high strength can ensure the stability of the formwork during the
construction process, avoiding problems such as formwork deformation and cracking; High precision can ensure the
geometric dimensions and flatness of the template, avoiding errors and unnecessary human and material losses during
the template installation process; High durability can ensure the service life and recycling rate of the template, reducing
construction costs and resource waste.

Powered by TCPDF (www.tcpdf.org)

http://www.tcpdf.org

