
四川 预制防护栏模具 高铁护栏塑料模具

产品名称 四川 预制防护栏模具 高铁护栏塑料模具

公司名称 河北宏旭模具制造有限公司

价格 360.00/套

规格参数 品牌:宏旭模具
产地:河北保定
运输方式:物流

公司地址 河北省保定市莲池区东金庄乡后辛庄村

联系电话 15720001423 15720001423

产品详情

预制防护栏模具是高速公路、公路上的重要安全设施之一，其主要作用是避免失去控制的车辆驶向对向
车道，从而有效降低交通事故的发生率。用预制防护栏模具生产防护栏时，需要的原材料是混凝土，是
水泥、砂、石、钢筋按一定比例混合而成，用混凝土生产的防护栏耐磨性高，实用性强，减少了换模次
数，降低了施工成本。模具在使用上，拆卸比较简单，采用的是螺栓螺丝扣设计，螺栓和螺杆用于固定
钢模板的侧边连接，扣件用于固定上面双面模板的稳定性，混凝土凝固后，拆除螺丝螺栓，扣件，钢模
板会自动脱落，取出模板非常方便。预制防护栏模具制造过程中，注重环保和节能，采用绿色材料和工
艺。模具的可重复使用性和耐用性，也使得减少了对自然资源的消耗和二次污染的风险。需要注意的就
是预制防护栏模具的防潮处理，在遇到阴雨的天气的时候，模具是非常容易生锈的，生锈的模具内部结
构就会发生改变，可以选择给模具进行覆膜和刷油处理，在生产制作的时候，还可以选择给模具进行刷
油，这样可以防止防护栏模具的表面和空气中的水分直接接触，这样才能保证模具长时间的时候用不生
锈。The disassembly of the mold is relatively simple in use, using a bolt and screw buckle design. The bolts and screws
are used to fix the side connection of the steel template, and the fasteners are used to fix the stability of the double-
sided template on top. After the concrete solidifies, the screws, bolts, and fasteners are removed, and the steel template
will automatically fall off, making it very convenient to remove the template. 
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