
四川 扭面翼墙钢模板 混凝土过渡翼墙钢模板

产品名称 四川 扭面翼墙钢模板 混凝土过渡翼墙钢模板

公司名称 河北宏旭模具制造有限公司

价格 400.00/套

规格参数 品牌:宏旭模具
加工能力:每天
物流周期:3天

公司地址 河北省保定市莲池区东金庄乡后辛庄村

联系电话 15720001423 15720001423

产品详情

扭面翼墙钢模具是由优质钢材制成的具有特殊结构的建筑模板。它采用先进的扭面技术，使墙体表面呈
现出独特的纹理和线条，凸显了建筑的美感和个性化。扭面翼墙钢模具采用了优质的原材料，确保了模
具的强度和耐用性。其材料具有防水、防油、防潮等特性，能够在长时间的使用中保持稳定性。模具用
现场浇筑的方法进行竖墙的制作，在需要制作的地方进行模具的拼接，将两块直板进行连接，左右使用
的是螺丝进行连接，搭配电动扳手将螺丝拧紧，上下使用的是拉杆进行连接，拉杆连接直接将拉杆上的
门轴拉上即可，非常的简单快捷。此外，还对扭面翼墙钢模板进行了特殊处理，以防止变形和裂纹的出
现，从而延长模具的使用寿命。在使用之后要及时的清洗，要把模具的每个角落都要清洗干净，可以使
用模具清洗剂清洗避免物质残留，清洗之后的模具一定要擦拭干净，需要注意的是不能收到阳光的直射
，放在干燥阴凉的地方晾晒，存放的库房也要是遮光干燥的。In addition, special treatment has been applied
to the twisted wing wall steel formwork to prevent deformation and cracking, thereby extending the service life of the
mold. After use, it is necessary to clean the mold in a timely manner. Every corner of the mold should be cleaned
thoroughly, and mold cleaning agents can be used to avoid residual substances. After cleaning, the mold must be
wiped clean, and attention should be paid to not receiving direct sunlight. It should be placed in a dry and cool place
for drying, and the storage room should also be dark and dry.
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