
四川 扭王字块模具 扭工防浪块模具

产品名称 四川 扭王字块模具 扭工防浪块模具

公司名称 河北宏旭模具制造有限公司

价格 400.00/套

规格参数 品牌:宏旭模具
加工能力:每天
物流周期:3天

公司地址 河北省保定市莲池区东金庄乡后辛庄村

联系电话 15720001423 15720001423

产品详情

扭王字块模具是防浪效果比较好的一种模具，因为造型上比较特殊，接触面比较多，所以缓冲海浪冲击
力的效果也是比较好的，可以整齐的码放海边。承载能力强，形状复杂，韧性强。模具只有外模，没有
内模，中间需要全部浇筑混凝土与钢筋搭配使用，这样制作出来的模具才会更加坚固，不会被巨大的海
浪冲走，采用钢板进行制作，制作出来的外形比较美观，而且结实、可以有效的防止水土的流失，采用
Q235材质的普通钢板制作而成，外侧也会搭配筋板进行使用，使模具更加的坚固，钢板的厚度与筋板的
尺寸还是要根据客户的需求进行定制。在制作防浪石时，首先将模具放置在坚实的地面上，确保面板与
地面平行。然后将混凝土或水泥倒入模具中，并充分震动以排除混凝土中的气泡。接着使用平板振动器
将混凝土或水泥表面平整。最后，将模具脱模并清理干净，以备下次使用。使用预制扭王字块模具进行
生产时，应保证生产的防浪块质量稳定、效率高。在生产过程中，应定期对模具进行维护和保养，以确
保模具的使用寿命和生产的顺利进行。The mold only has the outer mold, there is no inner mold, the middle
needs to be all poured concrete and steel bars are used, so that the mold will be more solid, will not be washed away by
the huge waves, the steel plate is used, the appearance of the production is more beautiful, and strong, can effectively
prevent the erosion of soil and water, made of Q235 material of ordinary steel plate, the outside will also be used with
the rib plate, so that the mold is more solid, the thickness of the steel plate and the size of the rib plate should be
customized according to the needs of customers.
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