
四川 码头护岸四角锥体模具 四角空心块模具

产品名称 四川 码头护岸四角锥体模具 四角空心块模具

公司名称 河北宏旭模具制造有限公司

价格 400.00/套

规格参数 品牌:宏旭模具
加工能力:每天
物流周期:3天

公司地址 河北省保定市莲池区东金庄乡后辛庄村

联系电话 15720001423 15720001423

产品详情

码头护岸四角锥体模具的外形为四角锥形状，具有多个斜面，以增加波浪冲击的反射和分散效果。由于
该模具体型较大，采用的钢板厚度也比较厚，能够经受长时间的腐蚀，在现实的生产中，该模具实用性
非常强，能够适应各种浇筑环境，无论是水泥构件工厂集中浇筑，还是在工程现场直接浇筑，都非常的
方便，该模具的突出特征就是有四个角，中间具有一个洞孔，这种设计也是为了其用途和功能得到更好
地发挥。在制作防浪石时，首先将模具放置在坚实的地面上，确保面板与地面平行。然后将混凝土或水
泥倒入模具中，并充分震动以排除混凝土中的气泡。接着使用平板振动器将混凝土或水泥表面平整。最
后，将模具脱模并清理干净，以备下次使用。码头护岸四角锥体模具成品的出现，降低了沿海城市的安
全隐患，在码头进行使用同时也避免了海浪冲击岸边建筑物的危险。When making the breakstone, first place
the mold on a solid ground, making sure that the panel is parallel to the ground. The concrete or cement is then
poured into the mold and shaken sufficiently to exclude air bubbles in the concrete. A plate vibrator is then used to
level the concrete or cement surface. Finally, the mold is demolded and cleaned for the next use. The appearance of
the finished product of the quagular cone mold of the wharf revetment reduces the safety hazards of coastal cities, and
the use of the wharf also avoids the danger of waves hitting the buildings on the shore.
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