
四川 扭王字块海上防浪块模具 海边挡浪石模具

产品名称 四川 扭王字块海上防浪块模具 海边挡浪石模具

公司名称 河北宏旭模具制造有限公司

价格 400.00/套

规格参数 品牌:宏旭模具
加工能力:每天
物流周期:3天

公司地址 河北省保定市莲池区东金庄乡后辛庄村

联系电话 15720001423 15720001423

产品详情

扭王字块海上防浪块模具是一种用于制造防浪石的模具，其结构主要由模具底板、模具侧板、模具顶板
、模具芯和模具支撑构成。模具底板是模具的基础，用于支撑整个模具的重量和防止模具变形。模具侧
板是模具的侧面，用于固定模具芯和模具顶板。模具顶板是模具的顶部，用于覆盖模具芯和模具侧板，
形成模具的整体结构。模具芯是模具的核心部分，用于制造防浪石的内部结构。模具支撑是模具的支撑
结构，用于支撑整个模具的重量和防止模具变形。在制作防浪石的过程中，首先需要将模具放置在坚实
的地面上，并确保面板与地面平行。然后将混凝土倒入模具中，并充分震动以排除混凝土中的气泡。接
着使用平板振动器将混凝土表面平整。最后，等待一段时间让混凝土充分凝固后，将模具脱模并清理干
净，以备下次使用。防浪块模具作为生产工具而言，操作方式为预制加工，使用时间在五到十个小时左
右，等待模具内注入的混凝土凝固后就可以拆卸，这也是很常见的钢模具使用方式，在加工时工人会记
录每一步的操作，并关注拆模后防浪块的质量。As a production tool, the operation mode of the wave-proof
block mold is prefabricated processing, the use time is about five to ten hours, and the concrete injected into the mold
can be disassembled after solidifying, which is also a very common way to use the steel mold, and the workers will
record the operation of each step during processing, and pay attention to the quality of the wave-proof block after the
mold is removed.
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