
四川 自锁式生态框模具 预制水泥扭王字块钢模具

产品名称 四川 自锁式生态框模具
预制水泥扭王字块钢模具

公司名称 河北宏旭模具制造有限公司

价格 400.00/套

规格参数 品牌:宏旭模具
加工能力:每天
物流周期:3天

公司地址 河北省保定市莲池区东金庄乡后辛庄村

联系电话 15720001423 15720001423

产品详情

自锁式生态框模具通常采用钢板加工而成，其形状和尺寸可以根据实际需求进行定制。由于其特殊的结
构，这种模具能够制作出具有四角支撑的空心块，从而保证在混凝土浇筑过程中不会出现变形或裂缝。
同时，由于其表面光滑，脱模速度快，可以大大缩短施工周期。模具采用的预制的方法进行制作，提前
将模具制作好，然后使用吊装机将模具拉到海边进行放置，会有一侧放置在土里，使模具放置的更加牢
固。为了减少防浪块与混凝土之间的摩擦力，模具通常进行一定的表面处理，如磨光、喷涂防粘剂等，
以便于顺利脱模。在使用模具后，还是要对模具进行简单的清理，防止泥浆粘连到模具表面，否则再次
使用时，制作出来的预制件的外观就不会那么的标准，同时在存放模具前，还需在模具的表面上涂抹一
层防锈剂，这是因为生锈后的模具钢板会变薄变脆，影响模具的使用年限。After using the mold, it is
necessary to simply clean the mold to prevent the mud from sticking to the surface of the mold, otherwise when it is
used again, the appearance of the prefabricated parts will not be so standard, and at the same time, before storing the
mold, it is also necessary to apply a layer of rust inhibitor on the surface of the mold, because the mold steel plate after
rusting will become thinner and brittle, which will affect the service life of the mold.
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