
四川 三脚型生态防浪椎模具 防浪缓冲石模具

产品名称 四川 三脚型生态防浪椎模具 防浪缓冲石模具

公司名称 河北宏旭模具制造有限公司

价格 400.00/套

规格参数 产地:河北保定
加工能力:每天
运输方式:物流

公司地址 河北省保定市莲池区东金庄乡后辛庄村

联系电话 15720001423 15720001423

产品详情

三脚型生态防浪椎模具的结构比较简单，一般都是呈现棱锥的模式，同现在长江水域使用的透水三棱锥
预制块有些类似。其生产原理主要是结合对不同环境、不同样式呈现的主体为三棱型或者正方体的样式
，以有效的阻挡海浪的冲击力，保证岸边工程的安全性。制作三脚型生态防浪椎模具的材料选用高质量
的钢板加工，钢板厚度一般在6mm左右，经过长期的符合试验，模具不容易出现变形和破损。生产出的
预制件全是实心的样式，每一块预制件可达到上百斤，有效的防治了浪花对岸边建筑物的损坏，并且上
百斤的重量成品也不会出现移动迁移的现象。模具的使用上可以在同一个时间内加工出来很多个水泥构
件，需要注意的是要防止发生模具变形的现象出现，以免模具的使用次数受到一定的影响，模具的表面
也会焊接上一层筋板来作为对模具的一层加固，让模具更加的坚硬，耐用，使用的时间长久，模具的清
洁，所使用的是清洁剂来进行的，只要是把模具的表面清理干净就能方便下次对模具的使用。The use of
the mold can be processed out of a lot of cement components in the same time, it should be noted that the
phenomenon of mold deformation should be prevented, so as not to affect the number of times the mold is used, the
surface of the mold will also be welded with a layer of ribs as a layer of reinforcement of the mold, so that the mold is
more hard, durable, and the use of a long time, the cleaning of the mold, the use of detergent is used, as long as the
surface of the mold is cleaned up, it can be convenient for the next use of the mold.
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