
四川 四脚锥体模具 四角空心方块模具 介绍

产品名称 四川 四脚锥体模具 四角空心方块模具 介绍

公司名称 河北宏旭模具制造有限公司

价格 400.00/套

规格参数 品牌:宏旭模具
加工能力:每天
运输方式:物流

公司地址 河北省保定市莲池区东金庄乡后辛庄村

联系电话 15720001423 15720001423

产品详情

防浪墙钢模、路沿石模具，挡渣块模具，箱梁模板, 盖梁模板、防撞墙模具，墩身模板“s”形模板、护
坡模具，清水钢模板、扭工字体模具、镶嵌式挡土墙模具，四脚空心方块模具、防撞隔离墩钢模具，生
态护坡模具，化粪池钢模具，检查井钢模具，挡土墙模具，框格护坡模具，桥梁遮板模具，重力式挡土
墙模具，铁路挡渣墙模具，四方框格护坡模具，框格梁模具，引水渠模具，河道护坡模具，u型槽模具，
预制拱形护坡模具,钢框模板、挡渣墙钢模具，挂篮、生态挡土墙模具，组合钢模、边沟模具，电缆槽模
具，圆柱钢模、方柱钢模、桥面板钢模、桥墩抱箍、排水渠模具，观察井模具，护筒、ab型挡墙钢模具
，铁路声屏障钢模、电缆槽钢模、L型挡渣墙模具，高铁护坡模具，高速护坡模具，水利u型槽钢模具，
水利护坡模具，高速挡渣墙模具，连锁砖护坡模具，四方框护坡模具，组合式路沿石钢模具，农田灌溉u
型槽模具，拱形护坡模具，框架梁模具，围墙板模具

四脚锥体模具的结构原理是以三角形为支撑，顶部有一个角，因此被称为四角椎体。由于该模具体型较
大，采用的钢板厚度也比较厚，能够经受长时间的腐蚀，在现实的生产中，该模具实用性非常强，能够
适应各种浇筑环境，无论是水泥构件工厂集中浇筑，还是在工程现场直接浇筑，都非常的方便。在制作
防浪石的过程中，首先需要将模具放置在坚实的地面上，并确保面板与地面平行。然后将混凝土倒入模
具中，并充分震动以排除混凝土中的气泡。接着使用平板振动器将混凝土表面平整。最后，等待一段时
间让混凝土充分凝固后，将模具脱模并清理干净，以备下次使用。四脚锥体模具在多次循环操作后难免
会有一些划痕或者是锈蚀的情况，这些都是正常的使用痕迹不必过于担心，只要工人注意模具定期清理
表面的泥浆残渣，以及在储存过程中按时检查并养护的话，模具的应用周期将会得到合理的延长。Four-
legged cone mold will inevitably have some scratches or rust after many cycle operations, these are normal traces of
use do not have to worry too much, as long as workers pay attention to the mold regularly clean the mud residue on
the surface, and in the storage process on time inspection and maintenance, the application cycle of the mold will be
reasonably extended.
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