
欧盟标准：EN 817《卫生水龙头。机械混合阀 (PN
10)。通用技术规格》

产品名称 欧盟标准：EN 817《卫生水龙头。机械混合阀
(PN 10)。通用技术规格》

公司名称 深圳市实测通技术服务有限公司

价格 .00/件

规格参数 测试周期:5-7天
寄样地址:深圳宝安
价格费用:电话详谈

公司地址 深圳市罗湖区翠竹街道翠宁社区太宁路145号二
单元705

联系电话 17324413130 17324413130

产品详情

标准编号 Standard/Code 标准名称 Standard Title
EN 817 卫生水龙头。机械混合阀 (PN 10)。通用技术规格

BS EN 817 规定了机械混合阀需要遵守的特性。具体来说，它规定了尺寸、密封性、耐压性、水力性能、
机械强度、耐久性和声学特性。

BS EN 817 还提供了实验室测试方法来验证这些特性。

BS EN 817 适用于 PN 10 机械混合阀，与安装在身体卫生房间（衣帽间、浴室等）和厨房中的卫生器具一
起使用，即与浴缸、洗脸盆、坐浴盆、淋浴和水槽一起使用。

Test Requirement 测试要求：

3万循环转换开关机械寿命性能7万循环控制装置寿命性能8万循环旋转式喷管机械寿命性能镀层质量机械
性能流量，L/min密封性能扭力性能

4 Marking—Identification 标识以及鉴别 5 Material 材料—Corrosion resistance test 耐腐蚀试验 6 Dimensional
characteristics 尺寸性状 8 Leaktightness characteristics 防漏水性 9 Mechanical performance under pressure
压力下的机械操作 10 Hydraulic operating characteristics 水压操作性能 11 Torsion resistance characteristics
抗扭力性 12 Mechanical endurance characteristics 机械耐久性 (subcontract) 13 Backflow protection 14 Acoustic
characteristics 声学性状

Sample Size 样品数量 / 送样规格: 24pcsLead Time / TAT (Turn Around Time) 测试周期: 常规服务 Regular



service 30 working days

Report Summary 报告摘要:
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