
四川 预制海边消浪块防浪石模具 空心防浪石模具

产品名称 四川 预制海边消浪块防浪石模具
空心防浪石模具

公司名称 河北宏旭模具制造有限公司

价格 400.00/套

规格参数 产地:河北保定
加工能力:每天
运输方式:物流

公司地址 河北省保定市莲池区东金庄乡后辛庄村

联系电话 15720001423 15720001423

产品详情

预制海边消浪块防浪石模具是海洋工程中常用的一种模具，用于制造防浪石，这是一种能够有效减少海
浪对海岸线侵蚀的重要构件。防浪石的设计独特，呈现出多面体的结构，能够有效地分散和消耗海浪的
能量，从而降低其对海岸线的破坏。制作预制海边消浪块防浪石模具的材料选用高质量的钢板加工，钢
板厚度一般在6mm左右，经过长期的符合试验，模具不容易出现变形和破损。生产出的预制件全是实心
的样式，每一块预制件可达到上百斤，有效的防治了浪花对岸边建筑物的损坏，并且上百斤的重量成品
也不会出现移动迁移的现象。在制作防浪石时，首先将模具放置在坚实的地面上，确保面板与地面平行
。然后将混凝土或水泥倒入模具中，并充分震动以排除混凝土中的气泡。接着使用平板振动器将混凝土
或水泥表面平整。最后，将模具脱模并清理干净，以备下次使用。在钢模具多次循环操作后难免会有一
些划痕或者是锈蚀的情况，这些都是正常的使用痕迹不必过于担心，只要工人注意模具定期清理表面的
泥浆残渣，以及在储存过程中按时检查并养护的话，钢模具的应用周期将会得到合理的延长。Prefabricat
ed seaside wave block wave stone mold is a commonly used mold in marine engineering, which is used to
manufacture wave stone, which is an important component that can effectively reduce the erosion of the coastline by
waves. The unique design of the breakstone presents a polyhedral structure that effectively disperses and dissipates the
energy of the waves, thereby reducing their damage to the coastline.
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