
四川 混凝土扭王字体钢模具 扭工防洪块模具

产品名称 四川 混凝土扭王字体钢模具 扭工防洪块模具

公司名称 河北宏旭模具制造有限公司

价格 360.00/套

规格参数 产地:河北保定
加工能力:每天
运输方式:物流

公司地址 河北省保定市莲池区东金庄乡后辛庄村

联系电话 15720001423 15720001423

产品详情

混凝土扭王字体钢模具的外形比较特殊，呈现左右凸状，是一种大型化，复杂化的钢模具，在使用的时
候可以利用自身的重量和独特的扭王字形状，可以很好的起到消除海浪的效果，能够非常有效的抵挡海
浪，该模具在中间部位，采取四角形的结构，或者中间小上下大的结构，其模具具备充分的抗压强度，
弯曲刚度和可靠性，表面平整、光滑、接缝应平稳、不漏浆等特点。模具的整体结构虽然看着复杂，但
是在实际安装和脱模时较为简单，模具整体采用两片式设计，在操作灌浆时，需先将模具均匀涂抹足够
的脱模剂，然后将模具立放，模具的一侧后焊接支架，将模具块用螺栓组装固定，大型模具的螺栓规格
也较大，可采用电动的扳手进行加固，然后将混凝土车行驶至模具边通过上方口进行灌注，因模具的特
殊结构，灌注混凝土可分次注入，使每一层的混凝土振捣到位再进行下一层灌注，完成后将模具口抹平
，等待干燥脱模就可投入使用了。生产出的预制件全是实心的样式，每一块预制件可达到上百斤，有效
的防治了浪花对岸边建筑物的损坏，并且上百斤的重量成品也不会出现移动迁移的现象。

在加工过程中，混凝土扭王字体钢模具的表面都非常光滑，这不仅提高了产品的美观度，还大大延长了
模具的使用寿命。为了进一步提升模具的使用寿命和稳定性，会在模具钢板上焊接一层加强筋，这样做
可以显著提高模具的耐用性，使其能够承受更多的使用次数。In the processing process, the surface of the
concrete twisted king font steel mold is very smooth, which not only improves the aesthetics of the product, but also
greatly prolongs the service life of the mold. In order to further improve the service life and stability of the mold, a
layer of stiffeners is welded to the mold steel plate, which can significantly improve the durability of the mold and
make it able to withstand more uses.
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