
四川 斜坡式防波堤模具 水泥消浪式模具

产品名称 四川 斜坡式防波堤模具 水泥消浪式模具

公司名称 河北宏旭模具制造有限公司

价格 360.00/套

规格参数 产地:河北保定
加工能力:每天
运输方式:物流

公司地址 河北省保定市莲池区东金庄乡后辛庄村

联系电话 15720001423 15720001423

产品详情

斜坡式防波堤模具主要适用于沿海城市、河道和湖泊等地方的防护工程。通过使用斜坡式防波堤模具制
作出的防波堤，可以有效地减少海浪对沿岸地区的冲击和破坏，保护房屋、路面和基础设施的安全。采
用的是三片组装式结构，只有外模，没有内模，内部是空心的。在浇筑完成后，需要将外模打开，取出
已经硬化的混凝土防浪块。在制作过程中，需要严格控制模具的尺寸和形状，以确保生产出的防波堤符
合设计要求。在生产过程中，为了保护模具不受损坏和腐蚀，需要经常清洗模具并涂抹保护剂。同时，
为了确保生产出的防波堤质量可靠、经久耐用，需要在生产过程中严格控制材料的质量和生产工艺。在
钢模具多次循环操作后难免会有一些划痕或者是锈蚀的情况，这些都是正常的使用痕迹不必过于担心，
只要工人注意模具定期清理表面的泥浆残渣，以及在储存过程中按时检查并养护的话，钢模具的应用周
期将会得到合理的延长。It adopts a three-piece assembly structure, with only an outer mold, no inner mold, and
the inside is hollow. After the pouring is completed, the outer mold needs to be opened and the hardened concrete
wave block needs to be removed. During the manufacturing process, the size and shape of the mold need to be strictly
controlled to ensure that the produced breakwater meets the design requirements. During the production process, in
order to protect the mold from damage and corrosion, it is necessary to clean the mold frequently and apply a
protective agent. At the same time, in order to ensure the reliable and durable quality of the breakwater produced, the
quality of the materials and the production process need to be strictly controlled during the production process.
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