
四川 水泥阻挡挡浪墙模具 混凝土防浪墙钢模具

产品名称 四川 水泥阻挡挡浪墙模具 混凝土防浪墙钢模具

公司名称 河北宏旭模具制造有限公司

价格 400.00/套

规格参数 品牌:宏旭模具
加工能力:每天
运输方式:物流

公司地址 河北省保定市莲池区东金庄乡后辛庄村

联系电话 15720001423 15720001423

产品详情

水泥阻挡挡浪墙模具是一种用于制作混凝土挡浪墙的专用工具，其适用范围主要集中在沿海城市、海边
、河道和湖泊等地方，主要用于抵挡海浪带来的冲击，保护房屋和路面不被海浪造成损害，从而保护人
们的出行安全。根据图纸进行模具的制作，通过对钢板特殊工艺的加工，将钢板焊接成型，组成外模，
在外侧的外侧进行了筋板的焊接，使制作的模具更加的坚固，使用的是螺丝与拉杆进行连接，连接好的
模具只有外模，中间是空心的，在模具的内侧全部进行混凝土的浇筑，搭配大量的钢筋网进行制作，使
制作出来的消浪块更加的坚固，保证长时间的使用效果。水泥阻挡挡浪墙模具施工的速度非常的快，加
工出来的挡浪墙的耐用性相对来说透水性会好很多，模具施工完以后注意做好清洁，然后再在干净的库
房中进行搁置，否则会对本身的应用次数造成一定的影响，模具施工完以后放置的仓库需要保持干燥，
不要出现模具破损的状况，以免模具的使用次数缩短。

The speed of cement retaining wall mold construction is very fast, the durability of the processed wave retaining wall
will be much better permeability, pay attention to cleaning after the mold construction, and then put it aside in a clean
warehouse, otherwise it will have a certain impact on the number of applications itself, and the warehouse placed after
the mold construction needs to be kept dry, and the mold is not damaged, so as not to shorten the use of the mold.
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