
重庆 防浪石钢模具 消浪石模具 介绍

产品名称 重庆 防浪石钢模具 消浪石模具 介绍

公司名称 河北宏旭模具制造有限公司

价格 380.00/套

规格参数 产地:河北保定
加工能力:每天
运输方式:物流

公司地址 河北省保定市莲池区东金庄乡后辛庄村

联系电话 15720001423 15720001423

产品详情

防浪石钢模具是一种常用于制造防浪石的工具，适用于海岸防护和港口码头等环境中，能够有效减轻海
浪对设施和船只的冲击。其外形为长方形或正方形，选用的是钢板的材质进行四脚椎体模具模具的制作
，将钢板通过特殊工艺的加工，焊接成型，使用的钢板可以根据模具的尺寸进行选择，一般会选择3.75
毫米厚度的钢板进行模具的制作，在加工好的钢板的外侧还进行了筋板的焊接，焊接的筋板的数量以及
尺寸根据制作的模具尺寸进行选择，使制作出来的模具更加的坚固，保证长时间的使用效果。模具准备
好后，检查接头和模具的尺寸，然后刷整个模具以便于脱模，或者只在模具内部刷脱模剂。将制作防波
堤石的原材料倒入模具中，仔细搅拌，确认原材料分布均匀，然后用振动棒振动防波堤石模具，使模具
中的气泡顺利排出。风干后可脱模。使用后的模具应仔细清洁，不得有泥浆残留。如果有泥浆残留，模
具制成的防浪石在下次使用时会有缺陷。防浪石钢模具具有许多显著的特点，使其在水利工程中得到广
泛应用。首先，模具制作简便，生产效率高，能够快速地生产出大量的防浪块；其次，模具制作的防浪
石尺寸jingque、形状规范，能够满足不同工程的需求；此外，模具使用寿命长，耐用性强，能够反复使
用，降低生产成本；最后，模具采用环保材料制作，符合可持续发展要求。Waveproof stone steel mold has
many significant characteristics, which makes it widely used in water conservancy projects. First of all, the mold is easy
to make, the production efficiency is high, and a large number of waveproof blocks can be produced quickly;
secondly, the size of the waveproof stone made by the mold is accurate, the shape is standardized, and it can meet the
needs of different projects; in addition, the mold has a long service life, strong durability, can be used repeatedly, and
reduces the production cost; finally, the mold is made of environmentally friendly materials, which meets the
requirements of sustainable development.
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