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25000n seriesprofessional slide switchesdistinctive features and specificationsmaterials

? professional grade slide switches for pc boards? approved according to ul 1054? wave solderablenot washable in
aqueous process? available with flush, high and side actuator? various actuator lengths] case : pbt] actuator :
polyamide, glassfilled] cover : polyamide, glass filled[J contactsa : silverld : brass, gold plated] terminal seal :
epoxyapprovalsavailability : consult factory for details of approved models.marking : to order switches marked ul,
complete the “ options andapprovals” box of ordering format.electrical specificationsC] max. current/voltage rating
with resistive load :- silver contacts (a) : 2a 250vac - 4a 125vac - 1a 30vdc- gold plated brass contacts (Id) : 100ma
30vdc minimum load :- silver contacts (a) : 100ma 10v- gold plated brass contacts (Id) : 10y a 5vdc - 10ma 50mv(]
initial contact resistance :- silver contacts (a) : 10mw max.- gold plated brass contacts (Id) : 50mw max.[J insulation
resistance : 1.000 mw min. at 500vdcO dielectric strength :1.000 vrms 50 hz min. between terminals2.000 vrms 50 hz
min. between poles2.000 vrms 50 hz min. between terminals and frame[d electrical life : 10.000 cycles at full load[]
low level or mechanical life : 20.000 cyclesgeneral specifications] operating temperature :-40° cto +85° c[J overall
length : 14 mm (.551)0 actuator height (outside case) :- high : 2,80 mm (.110)- extra high : 6 mm (.236)- side : 2,3
mm (.090)- long side : 6 mm (.236)[] travel : 4 mm (.157)? professional grade slide switches for pc boards? approved
according to ul 1054? wave solderablenot washable in aqueous process? available with flush, high and side actuator?
various actuator lengths
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