
工频火花机/Spark Test Machine

产品名称 工频火花机/Spark Test Machine

公司名称 东莞市骏成电线电缆设备有限公司

价格 面议

规格参数 品牌:骏成/Jeson
型号:15KV
测量范围:0-15KV

公司地址 东莞市虎门镇黄村厚虎路25号B幢一楼F区厂房

联系电话 13424863322 13713438788

产品详情

一、 用途：

符合国标gb/t3048.9-2007及bs5099-874、amd3110.4025《电线电缆绝缘线芯直流火花试验》全部要求，适用
于橡皮和塑料电线电缆的绝缘层进行工频火花试验，试验电线被覆体或绝缘体之品质，用以检测导体之
针孔及破皮的高精密度并具有自动报警和计数。

火花试验机用于生产中的全检和成品出厂试验，是保证电线、电缆绝缘质量的重要试验设备。

二、 主要技术参数：

输入电压：ac220v 50hz 允许变化±10%

输出电压： 0～15kv，0～25kv,0~30kv可调，精度±5%

电极珠链：600mm

灵敏度﹤600ua/2ma  

试验电压指示：指针式

spark machine is a necessary test equipment for wire and cable manufacturing process and using high voltage to test
the insulation quality. the edm sensitivity <600μa, ul1581-1990 requires the series of sparks machine using epoxy
casting high-voltage transformer,

moisture-proof performance, strong anti-interference ability, , they can always check the work is normalwith self-test
button (breakdown, count , sound and light alarm) to ensure test accuracy.



本产品的品牌是骏成/Jeson，型号是15KV，测量范围是0-15KV，测量精度是±5%，加工定制是否，产品
规格是0～30KV，重量是50KG（Kg），产品用途是塑料电线电缆的绝缘层进行工频火花试验
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