
中基彩虹LED全自动配页机印刷设备

产品名称 中基彩虹LED全自动配页机印刷设备

公司名称 潍坊中基彩虹机械有限公司

价格 面议

规格参数 加工定制:否
类型:辊式配页机
品牌:中基彩虹

公司地址 潍坊市潍城区西夏庄工业园

联系电话  13325261666

产品详情

zj47/56dm-4py性能特点：

zj47/56dm-4py采用了独立式打码单元，使整机结构变得更加紧凑，操作更方便。

本机主要针对印好的票据联单等印刷品进行配页的同时进行打码，不仅提高了生产效率，还减少了不必
要的浪费。

每组供纸单元均装有超声波检测，故除实现边配页边打码的功能外，还可以实现四组供纸单元同时配页
的功能。

zj47/56dm-4py main features:it adopts

the single numbering part, which make the machine structure more compact, the operation more easy.

the machine is mainly used to collate and code the finished-printing bill, improving the working efficiency and save
the waste.

each paper feeding section is with the ultrasonic detector, it not only can collate and code on each bill, but also can
code on the four bills at one time

 



zj47/56-4py性能特点：

zj47/56-4py除拥有配页打码印刷机供纸单元的性能特点外，每组供纸单元..均配有超声波检测，充分保证
配页的准确性。

该机型结构紧凑，独特的收纸结构，充分保证纸张的整齐，并且储纸量大，减少了准备时间，提高了生
产效率。

合理的结构设计使纸张输送更加平稳，配页速度快，效率高，节省了劳动力，充分保证交货时间，使配
页工作变得更加轻松。

zj47/56-4py main features:each paper feeding section is with ultrasonic detector, which ensure the accurate collating.

special paper delivery structure ensure the paper more orderly and have large space for delivery paper, save working
time and improve production ..efficiency.

reasonable structure ensure to delivery paper stably, high collating speed.

气动控制功能特点

印版滚筒、压印滚筒与橡皮滚筒之间的压力

采用气动合压，较传统电磁铁拉杆式结构，

解决了拉杆模式下易损坏的情况。且压力稳定，

网店清晰，还原性好。

pneumatic control system

the pressure between plate cylinder, impression cylinder and blanket cylinder are controlled by pneumatic device,
compared with traditional, electromagnet rod structure, the pressure is more stable, and dot clear, reducibility is
better.

联系qq：984151317

技术参数：technical parameters

机型type zj47dm-4py zj56dm-4py zj47-4py zj56-4py
最大用纸尺寸

max. paper size

470×365mm 560×400mm 470×365mm 560×400mm

最小用纸尺寸

min. paper size

210×210mm 250×210mm 210×210mm 250×210mm

纸张类型paper weight 28-157g/m2
打码墨辊数量

no. of ink rollers

6根（靠版2根）

6pcs ink rollers(2pcs form ink rollers)

 

速度 2000-6000张/小时    2000-6000sheets /hour



speed
号码最小间距

min. space between codes

竖码：纵向71mm横向48mm 

vertical number: vertical: 71mm,horizontal:48mm

横码：纵向47mm 横向60mm

horizontal number: vertical:47mm,horizontal:60mm
电机功率motor power 主电机1.5kw/220v

气泵电机：0.55kw/220v×4台

main motor:1.5kw/220v     

pump motor:0.55kw/220v ×4sets

主电机1.1kw/220v

气泵电机：0.55kw/220v×4台

main motor:1.1kw/220v      

pump motor:0.55kw/220v ×4sets
机器尺寸machine size 2600×935×1680mm 2600×1035×1680mm 2200×935×1680mm 2200×1035×1680mm
重量weight 1400kg 1500kg 600kg 700kg

 

本产品的加工定制是否，类型是辊式配页机，品牌是中基彩虹，型号是ZJ47-4PY，外形尺寸是2200*935*1
680（mm），配页速度是2000-5000张（m/min），功率是主电机：1.5KW/220V（kw），重量是600KG（k
g）
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