
1-87631-6 TYCO

产品名称 1-87631-6 TYCO

公司名称 深圳市九连大科技开发有限公司

价格 10.00/个

规格参数 品牌:AMP/安普
型号:1-87631-6
应用范围:电源

公司地址 中国 广东 深圳市福田区 深南中路与广深高速公
路交界东南金运世纪大厦4L

联系电话 86 755 83995017

产品详情

行业及产品类目 electrical equipment & supplies>> connectors &
terminals>> connectors

产品属性 place of origin american samoa

brand name tyco

model number 1-87631-6

type usb

application power

gender male

socket cable type round

category cable assemblies lead free / rohs compliant

enquiry hotline: 0086 755
8399 5017

email:kevin[at]parkeli.com
. parkeli.com

产品名称 1-87631-6 tyco connector datasheet
pdf,description,features,block diaeram,stock
available,price system

产品关键词 1-87631-6
更多关键词 1-87631-6,tyco

产品图片  
产品简要描述及优势tyco enquiry hotline: 0086 755 8399

5017,email:kevin[at]parkeli.com.tyco datasheet
pdf,description,features,stock availab

产品详细描述 1-87631-6 tyco stock



1-87631-6  tyco preliminary summary: connector
datasheet pdf.enquiry hotline: 0086 755 8399 5017,
email:kevin[at]parkeli.com. ≡≡parkeli.com≡≡ tyco
onlynew and original, tyco stock shipped 1 day. lead
time only 2 weeks.

manufacturer te connectivitymanufacturer part number
1-87631-6description conn housing 20pos .100 pol
duallead free status / rohs status lead free / rohs
compliantdatasheets 87631product photos
1-87631-6catalog drawings ampmodu double row
housing3d model 1-87631-6standard package 1category
connectors, interconnectsfamily rectangular -
housingsseries ampmodu� mod ivconnector type
receptaclecontact type female socketnumber of positions
20pitch 0.100" (2.54mm)number of rows 2row spacing
0.100" (2.54mm)mounting type free hanging (in-
line)contact termination crimpfastening type locking
rampcolor blackfeatures -packaging bulk note contacts
not provided catalog page 254 (us2011 interactive)254
(us2011 pdf) mating products 88189-6-nd - conn plug
20pos hsg w/detenta34977-10-nd - conn headr brkway
.100 20pos stra34976-10-nd - conn headr brkway .100
20pos str87577-7-nd - conn header 20pos dl r/a
tin104319-2-nd - conn header 20pos dual r/a
golda34348-nd - conn header r/a .100 20pos
15au102620-6-nd - conn header 20pos dual r/a
golda34344-10-nd - conn headr brkway .100 20pos
str1-146257-0-nd - conn header brkwy vert 20pos
dla34277-10-nd - conn headr brkway .100 20pos
r/amore... associated product a100846ct-nd - conn
socket 26-22awg crimp halt87667-4-nd - conn socket
26-22awg crimp halt87666-4-nd - conn socket 26-22awg
crimp gold1-102917-1-nd - conn rcpt 27-32awg crimp
gold87107-5-nd - conn socket no strip gold
crimp87666-1-nd - conn rcept 26-22awg crimp
golda100672tr-nd - conn socket 26-22awg 30golda33425ct-
nd - conn socket 20-24awg 30au crimpa33420ct-nd - conn
pin 22-26awg tin crimpa33425-nd - conn socket 20-24awg
30au crimpmore... other names
1-87631-6-nda25867 product image:

manufacturer part no:  1-87631-6manufacturer:  tyco
electronics / amp description:  headers & wire
housings polarized hsg 20 dbl detent
latching manufacturer:  tyco
electronics    product category:  headers & wire
housings    rohs:   details   product
type:  receptacles / sockets - housings    series: 
mod iv series    contact gender:  socket
(female)    pitch:  2.54 mm    number of



positions / contacts:  20    number of rows: 
2    row spacing:  2.54 mm    mounting
style:  snap in    latching type:  detent
latching    termination style: 
crimp    housing material: 
nylon    contact material:  phosphor
bronze    voltage rating:  250
vac    current rating:  3 a    operating
temperature range:  - 65 c to + 105
c   packaging:  bulk   standard pack qty: 
1   product image:

.100 ampmodu headers, housings & contacts  always
eu rohs/elv compliant (statement of compliance)product
highlights:connectorhousingconnector style =
receptaclecontact type = socket2.54 mm
centerline product type features:product type =
connectorconnector type = housingtermination method
to wire/cable = crimpmating connector lock = withstrain
relief = withoutconnector series = mod ivkeyed =
nonumber of detents = 2stamped = yesflame retardant =
yeshousing configuration = both ends closedmating
connector lock type = detent latching

electrical characteristics:contact current rating (a) =
3voltage rating (vac) = 250termination resistance=
12insulation resistance = 5,000dielectric withstanding
voltage (v) = 750

body features:centerline (mm [in]) = 2.54 [0.100]row-to-
row spacing (mm [in]) = 2.54 [0.100]number of positions
= 20number of rows = 2contact features:contact type =
socket

housing features:connector style = receptaclemating
alignment = withmating alignment type = latchedhousing
color = blackhousing material = nylon

industry standards:rohs/elv compliance = rohs compliant,
elv compliantlead free solder processes = not relevant for
lead free processrohs/elv compliance history = always was
rohs compliantapproved standards = ul e28476, csa lr7189

environmental:operating temperature (°c) = -65 – +105

other:brand = ampcomment = cavity identification, amp,
part number and date code stamped on housing where size
permits.; strain reliefs may be purchased separately. refer to
strain relief part no. 87921-1 (for 10 thru 18 positions) or
strain relief part no. 87710-1 (for 20 positions and larger).



 product image:

 tyco connectors stockenquiry hotline: 0086 755 8399
5017, email: kevin[at]parkeli.com, ≡≡parkeli.com≡≡

最小起订量 10000 piece/pieces
最小起订量其他 10000 piece/pieces

fob价格 usd 1~12 / piece
港口 hongkog

付款方式 t/t   western union   moneygram  
付款方式其他 paypal

供货能力 10000  piece/pieces / month
供货能力其他 10000 piece/pieces / month

常规包装 tyco stock enquiry hotline: 0086 755 8399
5017,email:kevin[at]parkeli.com. tyco connectors
datasheet pdf,description,features,stock available,price
system

发货期限 hotline: 0086 755 8399 5017, tyco stock shipped 1 day.
产品类型 public

本产品的品牌是AMP/安普，型号是1-87631-6，应用范围是电源，种类是闭端子(压线帽)，接口类型是SC
SI，支持卡数是三合一，读卡类型是SDHC，形状是矩形，制作工艺是熔接，特性是防潮，工作频率是低
频，接触件材质是1-87631-6，绝缘体材质是1-87631-6，芯数是1-87631-6，针数是1-87631-6，线长是1-876
31-6（mm）
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