
高清监控摄像头套装 蒂斯图

产品名称 高清监控摄像头套装 蒂斯图

公司名称 深圳市百视盾科技有限公司

价格 490.00/个

规格参数 品牌:蒂斯图
型号:4路监控套餐
类型:视频监控系统

公司地址 深圳市龙岗区坂田街道杨美社区长发东路9号302

联系电话  15889365702

产品详情

specification：

item dvr8104
video compression h.264
video system ntsc / pal
operation system linux based
video input / output bnc 4-channel input / bnc 1-channel output
video matrix output bnc(1.0v p-p/75ω)×1-channel
other video output vga×1(800×600,1024×768,1280×1024)

hdmi×1,resolution max to 1920*1080p
audio input / output rca 4-channel input / rca 1-channel output
display frame rate ntsc: 120 fps @ d1 / pal: 100 fps @ d1
display resolution ntsc: d1 (704 x 480) / pal: d1 (704 x 576)
recording frame rate ntsc: 480 fps @ d1 / pal: 400 fps @ d1
record resolution selectable: ntsc: d1(704 x 480); hd1(704 x 240); cif (352 x 240) / pal: d1(704 x 576); hd1(704 x 288); cif

(352 x 288)
alarm input / output 4ch(switch)/1ch(switch)
record mode continuous / time schedule / motion detection
recording pack time 15/30/45/60mins selectable
simplex / duplex /triplex /
pentaplex

pentaplex

network rj45, 10m/100m
net protocol tcp/ip, pppoe, dhcp, dns, ddns, ntp, smtp
ptz control rs-485
remote access lan or internet browsing
hdd interface sata, support between 250gb and 2tb



playback mode normal play /fast forward /fast rewind/ frame by frame
usb usb backup / usb 2.0
remote control ir remote control
power supply 12v/3a dc
power consumption ir on max 1000ma
dimension 318mm (w) x 245mm (d) x 50mm (h)
color box size 430 (w) x 310 (d) x 115mm(h)
g.w 1.78kg
 camera model  dst-064
image sensor 1/3" sony "effio-e" color ccd sensor
tv system ntsc / pal
effective pixels ntsc: 976 (h) x 494 (v) / pal: 976 (h) x 582 (v)
horizontal resolution 800 tv-lines
lens 3.6mm
number of ir leds 24 leds
infrared illumination (night vision) up to 30ft(10~15m)
minimum illumination 0.0 lux
s/n ratio 48db
video output 1.0vp-p, 75ohms
weatherproof yes
operating temperature 14°f~122°f / -10°c ~50°c
power 12v dc
auto white balance auto
material shell

本产品的品牌是蒂斯图，型号是4路监控套餐，类型是视频监控系统，用途是看家，看小孩，看商店，看
公司，夜视距离是15-20m，图像传感器CCD是CMOS，清晰度是700TVL
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