
木片、刨花摇筛系列 用于筛选合格木片

产品名称 木片、刨花摇筛系列 用于筛选合格木片

公司名称 溧阳市江南烘缸电镀有限公司

价格 .00/个

规格参数 用途:用于筛选合格木片
类型:木片筛选
产品类型:全新

公司地址 中国 江苏 溧阳市 戴埠镇南工业集中区竹海路1号

联系电话 86 0519 87910888/87909168 13801499918

产品详情

用途 用于筛选合格木片 类型 木片筛选
产品类型 全新 品牌 维美
型号 BF14150,BF14100B........ 产品规格 根据筛选能力选择型号

 维美系列木片摇筛分选规格可通过更换不同网孔尺寸的筛网来实现，适应产量从60～380m3/h不等，用
户可根据需要自行选择。

 the sorting specification of chip screen could be realized through changing different diameter of meshes. the
capacity is 60-380 m3/h. the user can choose suitable model according to their need.

 该系列木片摇筛由筛框、偏心轴组件、摇臂组件、（拉臂组件）支撑、底座组件及电机部分组成，木
片筛摇（摆）臂组件采用了瑞士rosta万向接头组件。该系列摇筛具有摆动平衡，噪声小，使用寿命长，
筛网易更换等特点。

 this series chip screensare made up of frame, eccentric shaft package, rocker arm package, (pull arm package)
supporting, base package and motor. the shaking arm package of the screen adopts switzerland rosta universal joints. it
has characteristics of balanced swinging, lower noise, longer service life, easy changing of sifting net etc.

木片摇筛主要技术参数表main technical parameter of chips screen

型号

model

主要技术参数

main technical specifications
振动频率 振动幅度 筛选层数 筛孔直径（mm）dia

meter of hole
筛选 生产能力 电机功率(kw) 外形尺寸



vibratory
frequency

（rpm）

vibratory
margin

（mm）

qty of level

（层level）

面积（m
2）

sifting
area

(堆积m3/h)

capacity

motor power长×宽×高

overall dimensions

(l×w×h)

（mm）

上层

upper

中层

middle

bf1450 200 32 3 50 7 5.12 60-70 5.5 4316×2322×1820
bf14100 200 20~30 3 60 6 10 150—200 11 5990×3342×2380

bf14100b 200 20~30 3 60 6 10 150—200 11 5990×3342×2380
bf14150 200 20~35 3 55 7 15 320~380 18.5 6573×4124×2881
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