
6AG1314-6EH04-7AB0

产品名称 6AG1314-6EH04-7AB0

公司名称 北京前程恒通科技有限公司

价格 18655.00/台

规格参数 品牌:西门子
工作存储器:192KB
工作电压:DC24V

公司地址 北京市大兴区旧宫镇旧宫西路93号3幢3层3006室

联系电话 010-67984579 15001076020

产品详情

6AG1314-6EH04-7AB0

SIPLUS S7-300 CPU 314C-2PN/DP 带防腐蚀涂层 -25...+70°C 根据 6ES7314-6EH04-0AB0 . 紧凑型 CPU，带
192 KB 工作存储器， 24 DE/16 DA，4AE，2AA，1 Pt100， 4 个快速计数器(60 kHz)， 第 1 个 MPI/DP 接口
12MBit/ s， 第 2 个以太网接口 PROFINET， 带双端口交换机， 集成电源 24V DC， 前连接器（2x 40
极）和 需要微型存储卡.

北京前程恒通科技有限公司

联系人：刘先生   

手机：15001076020

业务QQ：328015940

6AG13125BF047AB0 6ES73125BF040AB0 SIPLUS S7-300   CPU312C  用于普通恶劣环境  -25 ... +70 °C
6AG13135BG047AB0 6ES73135BG040AB0 SIPLUS S7-300 CPU313C  用于普通恶劣环境  -25 ... +70 °C
6AG13136CG047AB0 6ES73136CG040AB0 SIPLUS S7-300 CPU313C-2DP  用于普通恶劣环境  -25 ... +70   °C 
6AG13141AG147AB0 6ES73141AG140AB0  SIPLUS S7-300 CPU314 -25 ... +70 °C 
6AG13146BH047AB0 6ES73146BH040AB0 SIPLUS S7-300 CPU314C  用于普通恶劣环境  -25 ... +70 °C
6AG13146CH047AB0 6ES73146CH040AB0 SIPLUS S7-300 CPU314C-2DP  用于普通恶劣环境  -25 ... +70 °C
6AG13146EH047AB0 6ES73146EH040AB0 SIPLUS S7-300 CPU314C-2PN/DP  -25 ... +70 °C
6AG13152AH147AB0 6ES73152AH140AB0  SIPLUS S7-300 CPU 315-2DP -25 ... +70 °C 



6AG13152EH147AB0 6ES73152EH140AB0  SIPLUS S7-300 CPU315-2PN/DP -25 ... +70 °C 
6AG13172EK147AB0 6ES73172EK140AB0 SIPLUS S7-300 CPU317-2PN/DP  -25 ... +70 °C

电源模块 PS 6AG13071EA017AA0 6ES73071EA010AA0 SIPLUS S7-300 PS 307  -25 ... +70 C
6AG13071KA027AA0 6ES73071KA020AA0 SIPLUS S7-300 PS 307 10A  -25 ... +70 °C

扩展模块 数字量扩展 6AG13211BH022AA0 6ES73211BH020AA0  SIPLUS S7-300 SM321    -25 ... +60 C
6AG13211BL002AA0 6ES73211BL000AA0        SIPLUS S7-300 SM321  -25 ...   +70 °C 
6AG13211CH202AA0 6ES73211CH200AA0        SIPLUS S7-300 SM321 -25 ... +60°C 
6AG13211FF012AA0 6ES73211FF010AA0        SIPLUS S7-300 SM321  -25 ...   +60 °C 
6AG13211FF107AA0 6ES73211FF100AA0        SIPLUS S7-300 SM321 8 DI -25 ... +70 °C 
6AG13211FH007AA0 6ES73211FH000AA0        SIPLUS S-7-300 SM321 16DI -40 ... +70 °C 
6AG13217BH012AB0 6ES73217BH010AB0        SIPLUS S7-300 SM321 - 20-POLE -25 ... +70 
6AG13217BH014AS0 6ES73217BH010AB0 SIPLUS S7-300 SM321   16DE       0-1 LEVEL AT ABOUT 11.2V  

WITH CONFORMAL COATING         BASED ON 6ES7321-7BH01-0AB0  
.       DIGITAL   INPUT       SM 321, GALVANICALLY ISOLATED,  
16 DI, DC 24V, 1 X 20 PIN,         PROCESS INTERRUPT, DIAGNOSTICS,

6AG13217RD004AB0 6ES73217RD000AB0 SIPLUS S7-300 SM321 4DI NAMUR  用于普通恶劣环境      
6AG13217TH004AB0 6ES73217TH000AB0        SIPLUS PCS7 SM321 16DE 用于普通恶劣环境 
6AG13221BF012XB0 6ES73221BF010AA0        SIPLUS S7-300 SM322 (-1BF01) -25...+60 °C 
6AG13221BH012AA0 6ES73221BH010AA0        SIPLUS S7-300 SM322 - 20-POLE -25...+70 °C 
6AG13221BL002AA0 6ES73221BL000AA0        SIPLUS S7-300 SM322 32 DO - 40-POLE -25 ... +70 °C 
6AG13221CF007AA0 6ES73221CF000AA0        SIPLUS S7-300 SM322 8DA 48-125V -25 ... +70 °C 
6AG13221FF017AA0 6ES73221FF010AA0        SIPLUS S7-300 SM322 8DA 120/220 -40 ... +70 °C 
6AG13221FH007AA0 6ES73221FH000AA0        SIPLUS S7-300 SM322 16DO -40 ... +70 °C 
6AG13221HF102AA0 6ES73221HF100AA0        SIPLUS S7-300 SM322 - 40-POLE -25 ... +60 °C 
6AG13221HH012AA0 6ES73221HH010AA0        SIPLUS S7-300 SM322 - 20-POLE -25 ... +60 °C 
6AG13225FF004AB0 6ES73225FF000AB0        SIPLUS S7-300 SM322 8DO 用于普通恶劣环境 
6AG13225HF004AB0 6ES73225HF000AB0        SIPLUS S7-300 SM322 8RO 40PIN 用于普通恶劣环境
6AG13228BF002AB0 6ES73228BF000AB0        SIPLUS S7-300 SM322 - 20-POLE -25 ... +60 °C 
6AG13228BH107AB0 6ES73228BH100AB0 SIPLUS S7-300 SM322 16DO DC24V  -25 ... +70 °C
6AG13231BH012AA0 6ES73231BH010AA0        SIPLUS S7-300 SM323 - 20-POLE -25 ... +60 °C 

模拟量扩展 6AG13311KF027AB0 6ES73311KF020AB0 SIPLUS S7-300 SM331 8AE  -25 ... +70 °C
6AG13317KB022AB0 6ES73317KB020AB0        SIPLUS S7-300 SM331  -25 ...   +70 °C 
6AG13317KF022AB0 6ES73317KF020AB0        SIPLUS S7-300 SM331  -25 ...   +70 °C 
6AG13317NF002AB0 6ES73317NF000AB0        SIPLUS S7-300 SM331  -25 ...   +70 °C 
6AG13317NF102AB0 6ES73317NF100AB0        SIPLUS S7-300 SM331 8AI  -25   ... +60 °C 
6AG13317PF014AB0 6ES73317PF010AB0 SIPLUS S7-300 SM331 8AE
6AG13317PF114AB0 6ES73317PF110AB0        SIPLUS S7-300 SM331 8AI    用于普通恶劣环境
6AG13317RD002AB0 6ES73317RD000AB0        SIPLUS S7-300 SM331 4AI -25 ... +60 °C
6AG13317SF004AB0 6ES73317SF000AB0        SIPLUS S7-300 SM331  用于普通恶劣环境
6AG13317TB007AB0 6ES73317TB000AB0        SIPLUS S7-300 SM331 2AE HART -25 ... +70 °C 
6AG13317TF017AB0 6ES73317TF010AB0        SIPLUS S7-300 SM332 AI 8 X 0/4...20MA -25 ... +70 °C 
6AG13325HB012AB0 6ES73325HB010AB0        SIPLUS S7-300 SM332 - 20-POLE -25 ... +70 °C 
6AG13325HD017AB0 6ES73325HD010AB0        SIPLUS S7-300 SM332 4AO U/I -25 ... +70 °C 
6AG13325HF002AB0 6ES73325HF000AB0        SIPLUS S7-300 SM332 40POLE -25...+70 °C 
6AG13327ND024AB0 6ES73327ND020AB0        SIPLUS S7-300 SM332 4AA 用于普通恶劣环境 
6AG13328TF012AB0 6ES73328TF010AB0        SIPLUS S7-300 SM332 8AO HART -25 ... +60 °C 
6AG13340KE007AB0 6ES73340KE000ab0        SIPLUS S7-300 SM334 4AI 2AO -25 ... +70 °C 
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